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The challenge
Whether in halls or retail areas – for functional lighting, continuous lines are the classic lighting solution. Many sup-
pliers now make their range of products and quality vast, which means that choosing the right partner is difficult.

The solution
With E-Line LED, as an expert in continuous lines systems, TRILUX offers a high quality and simple-to-install solution 
for every application: thanks to decades of experience and continuous further development, E-Line LED offers flexi-
bility and maximum product quality and quality of light – this the customers can rely upon. 

The result
The E-Line series has proved its worth for over 25 years now – thanks to the extremely wide portfolio as well as 
customer-specific special solutions it offers maximum flexibility and is a reliable solution to any lighting requirement. 

Custom-designed customer solutions 
“Made in Germany” – with the market, for the market
In addition to the extremely broad range of E-Line LED 
products presented to you on the following pages, the 
flexible LED continuous line is also precisely in its ele-
ment where maximum quality of light is required within 
highly specific framework conditions. Thanks to in-
house production at the TRILUX location of Arnsberg in 
Germany, customised special solutions can be individu-
ally implemented according to needs in close coopera-
tion with our customers. Many of these special solutions 
are then added to the standard portfolio, meaning that 
the continuous development of E-Line LED also benefits 
from the constructive and partner-based exchange with 
our customers. This is an aspect typified by 'Simplify 
Your Light'.
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E-LINE LED

Great flexibility with lighting design
E-Line LED is available with a large number of options 
to offer maximum lighting design flexibility when cov-
ering various lighting requirements in the industrial, 
retail, office and education market sectors. 

Simple, comfortable planning
The E-Line configurator enables continuous lines to be 
simply and conveniently configured online. This signifi-
cantly cuts planning time with lighting projects.

Customer specific solutions
In its manufacturing facility in Germany, TRILUX can 
make individual modifications to the continuous line 
system according to specific customer requirements or 
projects. This is thanks to tailor-made customer solu-
tions – "Made in Germany".

Ultra-quick refurbishments
A conventional E-Line unit with T5 or T8 can be up-
graded to the highly efficient LED technology in just 
44 seconds, which saves both time and costs during 
refurbishment work.

Maximum safety with product selection
Customers can completely rely on the quality and safety 
of E-Line LED. The continuous line system is certified 
with the independent product safety and performance 
symbols ENEC and ENEC+, therefore guaranteeing 
conformity to European safety standards and accuracy 
of the specified technical data. 

A five-year guarantee as proof of quality and safety
Electrical contractors registering their projects online 
are given a guarantee extension to five years by TRILUX 
on all products delivered for the project – all at no extra 
charge.

Time-saving installation
E-Line LED is simply and quickly installed and has a 
major advantage – no tools are necessary. Further time 
savings come thanks to the new 108-piece packaging: 
this saves time when unpacking and therefore cuts 
installation time by 10 to 15 %. 
Find out just how simple and quick installation is at:
www.trilux.com/eline-installation

ADVANTAGES IN PLANNING ADVANTAGES DURING INSTALLATION
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E-LINE LED

Flexible lighting solution
With its wide range of versions, E-Line LED is so flexible 
that it meets all lighting requirements in any application 
in industry, education, office or retail sectors. This high 
level of adaptability enables the future re-use of rooms 
without any issues by simply exchanging the E-Line LED 
inserts in the trunking.

Reliable lighting quality
Thanks to high quality components and carefully selected 
materials, E-Line LED reliably ensures a high quality of 
light also in sensitive or prestigious surroundings.

Rapid payback with refurbishments
E-Line LED offers optimal value for money: thanks to its 
high energy efficiency, operating costs are significantly 
reduced compared to conventional lighting solutions so 
that an investment is rapidly paid back, meaning that 
from this point onwards operators can make real savings 
with their lighting system.

Minimum idle times during refurbishment
Upgrading a conventional T5 or T8 E-Line to E-Line 
LED in just 44 seconds minimises installation times and 
associated costs. This means that expensive idle times in 
running production processes are a thing of the past.

Maximum safety and problem-free operation 
With E-Line LED, operators choose maximum product 
quality and 50 years of expertise in the development of 
mature continuous line solutions. Customers can rely 
on this quality promise: independent ENEC and ENEC+ 
product safety and performance certificates guarantee 
the reliability of the lighting technology. 

Extended guarantee at no extra cost
If customers register their projects online, TRILUX 
extends the guarantee to five years on all products 
supplied for the project – as a promise regarding quality 
and safety. 

Maximum support thanks to extensive services
TRILUX supports customers right from the start with 
extensive, practical services such as personal consulta-
tion and individual lighting design and therefore offers 
optimum support, safety and guidance.

ADVANTAGES IN OPERATION
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E-LINE LED

Refurbishment

SAVING TIME AND COSTS

Starting signal for improved efficiency. 
Existing T8 E-Line lighting solution. 
Ideal preconditions for refurbishments: The E-Line 
LED continuous line system can be quickly and 
efficiently integrated into existing T5 and T8 E-Line 
trunking.

Removal made easy.
Disassembly without tools.
Accessory components of the existing luminaire 
insert (reflectors, louvres, connectors etc.) are dis-
assembled without tools. The trunking is now ready 
to accommodate the LED module.
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1

2

3

E-Line LED Configurator: 
eline.trilux.com

E-Line LED refurbishment example: 
www.trilux.com/sanierung-taskin-logistics

With a single click.
Integrating new optics. 
A new optic can be simply clicked into the existing 
trunking rail without tools and thanks to the intelli-
gent spring catch construction. The module is firmly 
clicked in if the spring terminals protrude forward 
slightly on both sides. 

New light in old trunking.
The new E-Line LED continuous line.
Done. High satisfaction with an attractive and 
high-efficiency lighting solution with custom light. 
Different each day, and at least 50,000 operating 
hours long.

1 Conventional E-Line continuous line. 
Assembly on site. 

  A conventional E-Line continuous line consists of up to six various components 
(gear tray, reflector, reflector connector and reflector end caps, louvre and reflector 
inserts, in addition to the light source). The components are supplied separately 
and assembled on-site.

2   E-Line LED. 
 Few parts. A wealth of benefits.  Few parts. A wealth of benefits. 
  With E-Line LED, gear trays, reflectors and light sources are supplied in the form 

of a pre-assembled unit. Fewer components simplify and accelerate logistics, 
replacement and installation.

3    E-Line LED IP54. 
  With only three luminaire components –  With only three luminaire components – gear tray, trunking rail and transparent 

optic – the luminaire is mounted especially quickly and simply without tools.

TRUNKING 
FOR X-LINE ON 

REQUEST.



FINISHED CONTINUOUS 
LINES IN LESS THAN 
90 SECONDS

THE E-LINE 
CONFIGURATOR



✓  Individual planning is simple thanks to a variety of 
configuration options.

✓  Intuitive handling of the configurator makes plan-
ning continuous lines child's play. 

✓  Flexible configurations phases enable modifications 
to basis data at any time without losses.

✓  Favourite modules and configurations are simply 
created and saved.

✓  Parts lists and mounting aids generated and printed 
out at the press of a button.

✓  Product downloads compiled with a single click for 
the complete continuous line.

Give it a try: eline.trilux.com

YOUR BENEFITS



E-LINE LED 
WITH LIVELINK

SIMPLY PLANNED 
QUICKLY INSTALLED 
INTUITIVELY OPERATED

Window side
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A strong technology partnership
As a joint development between 
TRILUX and STEINEL, LiveLink 
combines maximum lighting and 
control expertise with high quality 
sensor technology.

Human Centric Lighting at the 
push of a button
The Human Centric Lighting use 
cases preset in LiveLink contain 
colour sequences which have 
been designed for the specific 
application and can be quickly 
and conveniently installed at the 
push of a button.

Rapid installation and 
commissioning 
LiveLink and its system compo-
nents simply need to be connect-
ed via DALI wiring. Program-
ming and commissioning can 
be carried out simply and in a 
time-saving way using a graphic 
user interface on mobile iOS and 
Android end devices.

Simplified planning
The control system already con-
tains preset room configurations 
(use cases) which make planning 
easier. Project-specific settings 
can be pre-configured by TRILUX 
upon request – these are then 
made available in the TRILUX 
portal.

The challenge
The future of light lies in individually tailored and controllable light: because intelligence, convenient and ener-
gy-efficient lighting solutions which can be adapted to on-site requirements will be desired in all application areas, 
ranging from office and education to health, industry and retail. The problem: complicated installation and use 
often makes it difficult for users to get started in the world of networked light. 

The solution
The LiveLink light management system developed by TRILUX in collaboration with sensor manufacturer STEINEL 
enables intuitive and reliable control of all light points in a lighting installation. Only mains connection and a 
DALI connection are required to install the system. Commissioning, seen to be one of the biggest challenges with 
control systems, is very simple: Use Cases with pre-configured rooms for typical applications – including Human 
Centric Lighting applications – simplify the planning of individual projects. Commissioning and operation are 
carried out using a graphical user interface on mobile iOS or Android end devices. LiveLink can also be easily 
integrated into complete building automation management systems. 

The result
With LiveLink, TRILUX offers lighting designers, electrical contractors and end users a simple and smart intro-
duction to the world of lighting control. The light management system can be easily installed, effortlessly com-
missioned and allows intuitive operation. This means that even complex lighting tasks can be intelligently and 
conveniently implemented and the potential of energy management and colour control can be optimally utilised.

www.trilux.com/livelink
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E-LINE LED WITH LIVELINK

INDUSTRY SHOP & RETAIL

Intelligent lighting 
for the next industrial revolution. 
With its wide-ranging portfolio of luminaires, TRILUX 
has set a unique standard in the sector for the specific 
challenges of industrial lighting. LiveLink is the next 
step towards a further optimisation of safety, productivi-
ty and cost reductions. The new control system modifies 
the lighting optimally to the changing demands of work 
processes. Sensors detect presence and the daylight 
component in the various zones of a room. The system 
then regulates the required level of light. This light 
management enables cost savings of up to 55 % and 
more. 

LiveLink can be flexibly reprogrammed for new room 
situations. If work processes change or halls are used 
for other purposes, just a few entries into an app are 
needed to optimally reconfigure the lighting. A further 
important step towards intelligent factories or ware-
houses.

Increasing turnover and cutting costs: 
light management in the shop & retail segment. 
Light is elementary for displaying goods in a pleasing 
way and with maximum levels of attention. All forms 
of merchandise in the retail sector can be specifically 
showcased with LiveLink. The system is able to intel-
ligently cluster up to 64 luminaires into groups and 
selectively control these. This enables the various zones 
of a retail store to be illuminated with individual light 
scenes. E.g. in chemists with especially cool light and 
the wine segment with warm light. If sales assortments 
or window decorations change, LiveLink simply and 
quickly adapts the light. New light scenes can also be 
created without extensive background knowledge using 
the practical, user-friendly app. 

In terms of costs the light management system provides 
high savings potential – LiveLink can detect the level of 
existing daylight in a shop with sensors and then adds 
only the amount of light required to achieve the desired 
brightness level.
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EDUCATION OFFICE

For a radiant future: 
LiveLink in educational facilities. 
The right light at the right time is able to support learn-
ing success in classrooms and auditoriums. Automatic 
or semi-automatic lighting control via sensors is ideal 
for traditional classrooms with typical room zoning. 
LiveLink detects the level of daylight ingress and adds 
precisely the amount of light required to achieve the 
desired, preset lighting level. This supports not only the 
eyes and the ability to concentrate for pupils, students 
and teachers, but operating overheads can be reduced 
by more than half in combination with presence detec-
tion. 

But Livelink can do even more: pre-configured light 
scenes are called via push-button or touchpad and 
showing a film or presentation is easy and convenient 
with the press of a button. Simply intelligent.

Today's everyday offices – 
as versatile as our light management. 
Today's working environments demand flexibility. Highly 
concentrated work with computer screens alternates 
with management activities, meetings and brainstorm-
ing – all in the same open-plan office. Lighting con-
trolled by LiveLink ideally complies with such changing 
demands. Sensors detect when the meeting corner is 
being used or whether colleagues need more brightness 
on their screens. Pre-defined light scenes support pres-
entations. Kitchenettes and corridors are illuminated 
according to needs. Light is therefore precisely adapted 
to the requirements of people in offices. Productivity 
also benefits thanks to the pleasant atmosphere in the 
rooms and intelligent light management greatly saves 
on energy at the same time.



INDUSTRY
SHOP & RETAIL
EDUCATION
OFFICE

REFERENCES



For further references see www.trilux.com/references
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E-LINE LED

HIGH HALLS AND 
LOW COSTS

The efficient and reliable lighting of work planes in industrial environments. 
Production areas with demanding visual tasks, increased hygiene requirements, high soiling levels, areas with 
VDU workstations, car parks – the requirements placed on ideal industrial lighting are tough and highly diverse. 
It's here that E-Line LED proves to be completely flexible and reliable: thanks to various beam characteristics, 
protection ratings, optics, lumen packages and a diversity of special modules, the continuous line can be adapted 
specifically to the various application conditions on industrial surfaces, thus ensuring optimum visual conditions 
for maximum work safety. A further advantage: the continuous line is particularly energy-efficient with a luminous 
efficiency of up to 169 lm/W, and achieves further energy and operating cost savings in connection with the Live-
Link light management system. E-Line LED also scores with rapid installation times and minimum maintenance 
complexity, also keeping costs low.
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E 03 SKX

07650 TA···IP5407650 TB··· 07650 M-E-R IP54

07650 KD IP54

83 %

73 %

Quantity TOC Reference Description

17 67 595 00 07650/III/35-7LV-2.5 Tp 07 IP54 E-Line T5N trunking, 3-length, 7 x 2.5 mm², IP54
1 67 593 00 07650/II/35-7LV-2.5 Tp 07 IP54 E-Line T5N trunking, 2-length, 7 x 2.5 mm², IP54
17 67 607 00 07650 TA/III/35 IP54 E-Line transparent cover, 3-length
1 67 605 00 07650 TA/II/35 IP54 E-Line transparent cover, 2-length
53 63 714 51 7650 TB LED 8000-840 ET E-Line LED gear tray, narrow wide distribution, 8,000 lm, 4,000 K, DALI dimmable, white
4 67 609 00 07650 M-E-R IP54 End caps for IP54 trunking, silver
17 67 610 00 07650 KD IP54 Coupling sealing for IP54 trunking, silver
33 61 889 00 E 03 SKX Height-adjustable chain suspension

Warehouse Old system New system A (without LM) New system B (with LM, 
energy savings 35 %)

Luminaire Continuous line luminaire, T8, 3 x 58 W, LLCG, IP50 7650 TB LED 8000-840 ET IP54 7650 TB LED 8000-840 ETDD IP54
Power consumption per luminaire 198 W 53 53
Number of luminaires in room 40 40 40
Total power consumption 7,920 W 2,120 W 2,120 W
Energy consumption p. a. 31,680 kWh 8,480 kWh 5,512 kWh
Energy costs p. a. € 8,926 € 2,389 € 1,553 

Energy savings potential 73 % 83 %
Saved energy p. a. 23,200 kWh 26,168 kWh
Energy cost savings p. a. € 6,537 € 7,373
CO2 savings p. a. 12.4 tonnes 14.0 tonnes
Basis is a nominal price per kWh of € 0.23 in year 2017 and an annual inflation rate of 3 % over 15 years of service life with 4,000 operating hours yearly.

ORDERING EXAMPLE

EFFICIENCY EXAMPLE

SAVINGS

EXAMPLE: INDUSTRY

How much could you save? Calculate the cost saving potential of your 
lighting solution by using our Efficiency Calculator on the internet at 
www.trilux.com/efficiency-calculator.

Seamless LED continuous line with factory-wired trunking (7-con-
ductor wiring) equipped with dimmable gear trays, narrow wide light 
distribution, 8,000 lm, IP54 protection rating (dust and splashwater 
protection). 

WITH LED+LM

WITH LED

07650/···/35-7LV-2.5···IP54

http://trilux.com/TOC/6759500
http://trilux.com/TOC/6759300
http://trilux.com/TOC/6760700
http://trilux.com/TOC/6760500
http://trilux.com/TOC/6371451
http://trilux.com/TOC/6760900
http://trilux.com/TOC/6761000
http://trilux.com/TOC/6188900


20

E-LINE LED

FLEXIBLE AND EFFICIENT

Optimal lighting transforms shopping into experiences. 
Light is an essential factor in the retail trade where creating an atmosphere of well-being, supporting orientation 
and showcasing products is important. Whether general lighting of the sales space, presenting fresh goods or 
highlighting accessories in fashion stores – E-Line LED creates balanced lighting with use of various beam angles, 
optics and luminous flux packages. In combination with spotlights, the continuous line ideally showcases mer-
chandise at the same time. E-Line LED in white, silver or black also harmonises well with the shop design. With 
low power consumption and energy efficiency up to 169 lm/W, E-Line LED is ideal in terms of low operating costs. 
Further energy savings are also possible by integrating a light management system and movement sensors.
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A 01 DSX07690 E-R···0507650/III/···05 7650 B···05

61 %

Quantity TOC Reference Description

103 69 581 00 07650/III/35-7LV-2.5 05 E-Line T5N trunking, 3-length, 7 x 2.5 mm², black
54 69 586 00 07650/II/35-7LV/2.5 05 E-Line T5N trunking, 2-length, 7 x 2.5 mm², black
417 69 558 40 7650 B LED 4000-840 ET 05 E-Line LED gear tray, wide distribution, 4,000 lm, 4,000 K, switchable, black
64 69 580 00 07690 E-R 05 End caps for trunking, black
195 22 296 00 A 01 DSX Decorative wire suspension

Supermarket Old system New system

Luminaire E-Line continuous line
T8 – 1 x 58 CCG 
with white reflector

E-Line LED
4,000-840
wide distribution

Power consumption per luminaire 66 W 26 W
Number of luminaires in building 417 pieces

luminaire-luminaire
417 pieces
luminaire-luminaire

Total power consumption 27,522 W 10,842 W
Energy consumption p. a. 110,061 kWh 43,368 kWh
Energy costs p. a. € 30,993 € 12,195

Energy saving potential 61 %
Saved energy p. a. 66,693 kWh
Energy cost savings p. a. € 18,798
CO2 savings p. a. 35.7 tonnes
Basis is a nominal price per kWh of € 0.23 in year 2017 and an annual inflation rate of 3 % over 15 years of service life with 4,000 operating hours yearly.

EXAMPLE: SHOP & RETAIL

How much could you save? Calculate the cost saving potential of your 
lighting solution by using our Efficiency Calculator on the internet at 
www.trilux.com/efficiency-calculator.

SAVINGS

WITH LED

ORDERING EXAMPLE

EFFICIENCY EXAMPLE

Seamless LED continuous line (including spotlights) with factory-wired trunking (7-conductor wiring) equipped with switchable gear trays, 
wide light distribution, 4,000 lm, IP20 protection rating, also with integrated track spots from Oktalite.

Expanded lighting options
A 3-circuit track module enables the mounting of standard spotlights. This means accent 
lighting is installed quickly and simply. See www.oktalite.com for suitable spotlights.

http://trilux.com/TOC/6958100
http://trilux.com/TOC/6958600
http://trilux.com/TOC/6955840
http://trilux.com/TOC/6958000
http://trilux.com/TOC/2229600
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E-LINE LED

OPTIMUM CONDITIONS 
FOR LEARNING

Customise lighting for optimum learning conditions. 
With its high flexibility and very good visual comfort, E-Line LED provides ideal performance in the complete 
school and educational sector. Whether for classrooms, staff rooms, corridors or sanitary facilities – with its versa-
tility the range solves highly diverse lighting tasks. The asymmetric distribution version of the continuous line is 
suitable for illuminating blackboards and library shelves, and equipped with a B19 optic it provides glare-free light 
for working with PCs and laptops or in art rooms and laboratories. E-Line LED with an IP54 protection rating is 
used in utility rooms and teaching kitchens where more challenging conditions prevail. The continuous line is kind 
to budgets and the environment due to low electricity consumption, high energy efficiency and low maintenance 
costs.
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7650 A··· 07650 B···

07690 E-R

07650/III/··· 7650 B19···

D 01 X

84 %

EXAMPLE: EDUCATION

How much could you save? Calculate the cost saving potential of your 
lighting solution by using our Efficiency Calculator on the internet at 
www.trilux.com/efficiency-calculator.

Quantity TOC Reference Description

3 59 213 00 07650/III/35-7LV-2.5 Tp E-Line T5N trunking, 3-length, 7 x 2.5 mm², white
1 59 209 00 07650/II/35-7LV-2.5 Tp E-Line T5N trunking, 2-length, 7 x 2.5 mm², white
6 67 735 51 7650 B19 LED 3500-840 ETDD E-Line LED gear tray, VDU workstation-compliant, 3,500 lm, 4,000 K, DALI dimmable, white
2 67 727 51 7650 A LED 4000-840 ETDD E-Line LED gear tray, single asymmetric, 4,000 lm, 4,000 K, DALI dimmable, white
3 59 228 00 07650 B/35 Blanking cover for trunking, white
8 21 947 00 07690 E-R End caps for trunking, white
11 23 212 00 D 01 X Ceiling fixing clamp

Classroom Old system New system A (with LM, energy savings 66 %)

Luminaire 6 louvre luminaires, 2 wallwashers 6 x 7650 B19 LED 3500-840 ET + 2 x 7650 A LED 4000-840 ETDD
Power consumption per luminaire 66 W 26 W
Number of luminaires in room 8 8
Total power consumption 528 W 208 W
Energy consumption p. a. 647 kWh 103 kWh
Energy costs p. a. € 193 € 31

Energy savings potential 84 %
Saved energy p. a. 544 kWh
Energy cost savings p. a. € 163 
CO2 savings p. a. 0.29 tonnes
Basis is a nominal price per kWh of € 0.23 in year 2017 and an annual inflation rate of 3 % over 20 years of service life with 1,400 operating hours of annual general lighting 
and 700 operating hours of annual panel lighting.

SAVINGS

WITH LED+LM

ORDERING EXAMPLE

EFFICIENCY EXAMPLE

Variable LED continuous line including light management with 
factory-wired trunking (7-conductor wiring) equipped with dimmable 
gear trays, VDU workstation-compliant with 3,500 lm, IP20 protection 
rating, with additionally integrated LiveLink light management gear 
trays.

http://trilux.com/TOC/5921300
http://trilux.com/TOC/5920900
http://trilux.com/TOC/6773551
http://trilux.com/TOC/6772751
http://trilux.com/TOC/5922800
http://trilux.com/TOC/2194700
http://trilux.com/TOC/2321200


E-LINE LED
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STANDARD-COMPLIANT 
LIGHTING FOR OFFICES

Flexible, attractive lighting for diverse office landscapes. 
Whether for open-plan offices, conference rooms or reception areas – E-Line LED in offices with its enormous 
diversity of variants ensures both a pleasant light atmosphere and glare-free, standard-compliant light for VDU 
workstations. As a continuous line system with seamless trunking and individually positionable luminaire inserts, 
the system can be quickly and simply adapted to changing room conditions and room use – extremely important 
in these times of New Work and flexible office design. The continuous line with its appealing design in white, silver 
or black not only provides high design flexibility, but also sets spatial accents in combination with spots. With a 
luminous efficiency of up to 169 lm/W, E-Line LED is also especially energy-efficient. Further energy savings can 
be achieved and various lighting scenes set by integrating a light management system.



07650 M-B···07650 M/··· 7650 M-B19···

07690 M-E-R A 01 DSX

61 %

82 %
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EXAMPLE: OFFICE

Quantity TOC Reference Description

4 59 244 00 07650 M/III/35-7LV-2.5 Tp E-Line T5N trunking, 3-length, 7 x 2.5 mm², silver
2 59 240 00 07650 M/II/35-7LV-2.5 Tp E-Line T5N trunking, 2-length, 7 x 2.5 mm², silver
8 67 736 51 7650 M-B19 LED 3500-840 ETDD E-Line LED gear tray, VDU workstation-compliant, 3,500 lm, 4,000 K, DALI dimmable, silver
8 59 232 00 07650 M-B/35 Blanking cover for trunking, silver
4 43 742 00 07690 M-E-R End caps for trunking, silver
11 22 296 00 A 01 DSX Height-adjustable decorative wire suspension 

Office Old system New system A (without LM) New system B (with LM, energy savings 55 %)

Luminaire Louvre luminaire 1 x 58W, LLCG 7650 B19 LED 3500-840 ET 7650 B19 LED 3500-840 ETDD 
Power consumption per luminaire 66 W 26 W 26 W
Number of luminaires in room 8 8 8
Total power consumption 528 W 208 W 208 W
Energy consumption p. a. 1,452 kWh 572 kWh 258 kWh
Energy costs p. a. € 409 € 161 € 73

Energy savings potential 61 % 82 %
Saved energy p. a. 880 kWh 1,194 kWh
Energy cost savings p. a. € 248 € 336
CO2 savings p. a. 0.47 tonnes 0.64 tonnes
Basis is a nominal price per kWh of € 0.23 in year 2017 and an annual inflation rate of 3 % over 15 years of service life with 2,750 operating hours yearly.

How much could you save? Calculate the cost saving potential of your 
lighting solution by using our Efficiency Calculator on the internet at 
www.trilux.com/efficiency-calculator.

SAVINGS

WITH LED

WITH LED+LM

ORDERING EXAMPLE

EFFICIENCY EXAMPLE

Variable LED continuous line including light management with 
factory-wired trunking (7-conductor wiring) equipped with dimmable 
gear trays, VDU workstation-compliant with 3,500 lm, IP20 protection 
rating, with additionally integrated LiveLink light management gear 
trays.

http://trilux.com/TOC/5924400
http://trilux.com/TOC/5924000
http://trilux.com/TOC/6773651
http://trilux.com/TOC/5923200
http://trilux.com/TOC/4374200
http://trilux.com/TOC/2229600
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E-LINE LED – A CONTINUOUS LINE FOR EVERY APPLICATION



27

Pa
ge

s 
30

-3
3

Pa
ge

s 
34

-5
9

Pa
ge

s 
60

-6
3

Pa
ge

s 
64

-6
5

Pa
ge

s 
66

-6
7

Pa
ge

s 
68

-7
5

OVERVIEW

TRUNKING

LENS OPTICS

OPAL OPTICS

PRISMATIC OPTICS

OTHER INSERTS

ACCESSORIES



28

APPLICATION OVERVIEW OF OPTICS

Lens optic

Prismatic/opal optic

Reference Description Mounting height Page

B wide distribution 3-5 m 34 - 37

TB narrow-wide distribution 5-10 m 38 - 41

MT medium narrow distribution 6-12 m 42 - 45

T narrow distribution > 10 m 46 - 49

DA double asymmetric distribution 3-4 m 50 - 53

A asymmetric distribution 3-4 m 54 - 55

B19 VDU workstation-compliant 2-4 m 56 - 57

B wide distribution 3-5 m 58 - 59

TB narrow-wide distribution 5-10 m 58 - 59

T narrow distribution > 10 m 58 - 59

OT Lambertian distribution 3-6 m 60 - 61

OTR Lambertian distribution 3-6 m 62 - 63

PA-TB narrow-wide distribution 4-8 m 64 - 65

PA-2/PA-2 FB wide distribution 3-6 m 64 - 65
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07650···U

07650···Flex370

07650···LV··· 07650···LV/E···

07650/···/35-U

07650···LV···

Universal trunking with IP20/IP50 protection rating

Applications
E-Line T5N/LED universal trunking as the basis 
for all E-Line LED rapid mounting continuous line 
applications.

···/E··· Trunking as single luminaire version for the 
individual lighting of workstations, for the lighting 
of small, spatially limited room zones and also in 
combination with multi-length trunking in continu-
ous lines.

Mounting method
For ceiling surface-mounting and suspended 
mounting. The maximum mounting distance with 
suspended mounting is 2,500 mm with use of fixing 
accessories from the E-Line T5N accessory range. 
Ensure an overhang of 50 - 500 mm at trunking 
ends. With suspended mounting with nodes and 
node adapters, observe the mounting distance 
according to the installation instructions.

Luminaire body
Sheet steel trunking profile, dimensionally stable, 
galvanised, with white polyester enamel coating.
07650··· White.
07650 M··· Silver grey.
07650···05 Black.

···/I··· 1-length version.
···/II··· 2-length version.
···/III/··· 3-length version.

···35··· For gear tray L = 1,475 mm.

Electrical version
Factory pre-wired trunking must be equipped with 
one female connector per lamp length for tool-
free electrical contact of the gear trays. The cable 
cross-section of heat-resistant, halogen-free cables 
is 2.5 mm2.
Unwired trunking can be wired on-site via wiring 
accessories to be ordered separately.

···-U··· Trunking, unwired.
···-5LV··· Trunking with 5-conductor through-wiring. 
···-7LV··· Trunking with 7-conductor through-wiring.
···-7LV··· Trunking with 12-conductor through-wiring.

···Flex 370 Trunking with Flex 370 equipment for 
combination with gear trays of differing module 
lengths within one continuous line application. 
Female connectors for tool-free electrical connec-
tion of gear trays are spaced at 370 mm. The LED 
emergency light and 3-circuit track gear trays are 
not compatible with Flex370 trunking.

07650···E-2.5 Flex370
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Reference TOC Dimensions Connector socket ≈kg
L x W x H distances
mm mm

Universal trunking profiles, unwired
White
07650/I/35-U 59 206 00 1,475 x 63 x 41 1,475 1.6
07650/II/35-U 59 210 00 2,950 x 63 x 41 1,475 2.9
07650/III/35-U 59 214 00 4,425 x 63 x 41 1,475 4.4
Silver-grey
07650 M/I/35-U 59 237 00 1,475 x 63 x 41 1,475 1.6
07650 M/II/35-U 59 241 00 2,950 x 63 x 41 1,475 2.9
07650 M/III/35-U 59 245 00 4,425 x 63 x 41 1,475 4.4
Universal trunking, factory pre-wired
5LV, white
07650/II/35-5LV 2.5 59 218 00 2,950 x 63 x 41 1,475 3.3
07650/III/35-5LV 2.5 59 220 00 4,425 x 63 x 41 1,475 5.0
5LV, black
07650/II/35-5LV 2.5 05 69 584 00 2,950 x 63 x 41 1,475 3.3
07650/III/35-5LV 2.5 05 69 585 00 4,425 x 63 x 41 1,475 5.0
7LV, white
07650/II/35-7LV 2.5 59 209 00 2,950 x 63 x 41 1,475 3.4
07650/III/35-7LV 2.5 59 213 00 4,425 x 63 x 41 1,475 5.1
7LV, black
07650/II/35-7LV 2.5 05 69 586 00 2,950 x 63 x 41 1,475 3.4
07650/III/35-7LV 2.5 05 69 581 00 4,425 x 63 x 41 1,475 5.1
7LV+5LV, white
07650/II/35-7LV+5LV 2.5 67 951 00 2,950 x 63 x 41 1,475 3.7
07650/III/35-7LV+5LV 2.5 67 952 00 4,425 x 63 x 41 1,475 5.4
5LV, silver-grey
07650 M/II/35-5LV/2.5 59 249 00 2,950 x 63 x 41 1,475 3.3
07650 M/III/35-5LV/2.5 59 251 00 4,425 x 63 x 41 1,475 5.0
7LV, silver-grey
07650 M/II/35-7LV/2.5 59 240 00 2,950 x 63 x 41 1,475 3.4
07650 M/III/35-7LV/2.5 59 244 00 4,425 x 63 x 41 1,475 5.1
7LV+5LV, silver-grey
07650 M/II/35-7LV+5LV 2.5 67 954 00 2,950 x 63 x 41 1,475 3.7
07650 M/III/35-7LV+5LV 2.5 67 955 00 4,425 x 63 x 41 1,475 5.4
Universal trunking for individual luminaires, pre-wired and ready for connection
5LV, white
07650/I/35-5LV/E 2.5 59 216 00 1,475 x 63 x 41 1,475 1.7
5LV, black
07650/I/35-5LV/E 2.5 05 69 583 00 1,475 x 63 x 41 1,475 1.7
7LV, white
07650/I/35-7LV/E 2.5 59 205 00 1,475 x 63 x 41 1,475 1.8
7LV, black
07650/I/35-7LV/E 2.5 05 69 582 00 1,475 x 63 x 41 1,475 1.8
7LV+5LV, white
07650/I/35-7LV+5LV/E 2.5 67 950 00 1,475 x 63 x 41 1,475 1.9
5LV, silver-grey
07650 M/I/35-5LV/E 2.5 59 247 00 1,475 x 63 x 41 1,475 1.7
7LV, silver-grey
07650 M/I/35-7LV/E 2.5 59 236 00 1,475 x 63 x 41 1,475 1.8
7LV+5LV, silver-grey
07650 M/I/35-7LV+5LV/E 2.5 67 953 00 1,475 x 63 x 41 1,475 1.9
Flex370 universal trunking, factory pre-wired
5LV, white, wired
07650/II/35-5LV-2.5 Flex370 60 412 00 2,950 x 63 x 41 370 3.4
07650/III/35-5LV-2.5 Flex370 60 414 00 4,425 x 63 x 41 370 5.1
7LV, white, wired
07650/II/35-7LV-2.5 Flex370 60 413 00 2,950 x 63 x 41 370 3.4
07650/III/35-7LV-2.5 Flex370 60 415 00 4,425 x 63 x 41 370 5.1
5LV, silver-grey, wired
07650 M/II/35-5LV-2.5 Flex370 61 002 00 2,950 x 63 x 41 370 3.4
07650 M/III/35-5LV-2.5 Flex370 61 004 00 4,425 x 63 x 41 370 5.1
7LV, silver-grey, wired
07650 M/II/35-7LV-2.5 Flex370 61 003 00 2,950 x 63 x 41 370 3.4
07650 M/III/35-7LV-2.5 Flex370 61 005 00 4,425 x 63 x 41 370 5.1
Flex370 universal trunking for single luminaires, pre-wired and ready for connection
5LV, white, wired
07650/I/35-5LV/E-2.5 Flex370 60 410 00 1,475 x 63 x 41 370 1.5
7LV, white, wired
07650/I/35-7LV/E-2.5 Flex370 60 411 00 1,475 x 63 x 41 370 1.5
5LV, silver-grey, wired
07650 M/I/35-5LV/E-2.5 Flex370 61 000 00 1,475 x 63 x 41 370 1.5
7LV, silver-grey, wired
07650 M/I/35-7LV/E-2.5 Flex370 61 001 00 1,475 x 63 x 41 370 1.5
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http://trilux.com/TOC/5920600
http://trilux.com/TOC/5921000
http://trilux.com/TOC/5921400
http://trilux.com/TOC/5923700
http://trilux.com/TOC/5924100
http://trilux.com/TOC/5924500
http://trilux.com/TOC/5921800
http://trilux.com/TOC/5922000
http://trilux.com/TOC/6958400
http://trilux.com/TOC/6958500
http://trilux.com/TOC/5920900
http://trilux.com/TOC/5921300
http://trilux.com/TOC/6958600
http://trilux.com/TOC/6958100
http://trilux.com/TOC/6795100
http://trilux.com/TOC/6795200
http://trilux.com/TOC/5924900
http://trilux.com/TOC/5925100
http://trilux.com/TOC/5924000
http://trilux.com/TOC/5924400
http://trilux.com/TOC/6795400
http://trilux.com/TOC/6795500
http://trilux.com/TOC/5921600
http://trilux.com/TOC/6958300
http://trilux.com/TOC/5920500
http://trilux.com/TOC/6958200
http://trilux.com/TOC/6795000
http://trilux.com/TOC/5924700
http://trilux.com/TOC/5923600
http://trilux.com/TOC/6795300
http://trilux.com/TOC/6041200
http://trilux.com/TOC/6041400
http://trilux.com/TOC/6041300
http://trilux.com/TOC/6041500
http://trilux.com/TOC/6100200
http://trilux.com/TOC/6100400
http://trilux.com/TOC/6100300
http://trilux.com/TOC/6100500
http://trilux.com/TOC/6041000
http://trilux.com/TOC/6041100
http://trilux.com/TOC/6100000
http://trilux.com/TOC/6100100
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88

Universal trunking with IP54 protection rating

Applications
E-Line T5N/LED universal trunking as the basis 
for all E-Line LED rapid mounting continuous line 
applications.

···/E··· Trunking as single luminaire version for the 
individual lighting of workstations, for the lighting 
of small, spatially limited room zones and also in 
combination with multi-length trunking in continu-
ous lines.

Mounting method
For ceiling surface-mounting and suspended 
mounting. The maximum mounting distance with 
suspended mounting is 2,500 mm with use of fixing 
accessories from the E-Line T5N accessory range. 
Ensure an overhang of 50 - 500 mm at trunking 
ends. With suspended mounting with nodes and 
node adapters, observe the mounting distance 
according to the installation instructions.

Luminaire body
Trunking of silver-grey anodised aluminium, 
dimensionally stable.
···07··· colour anodised aluminium.

···/I··· 1-length version.
···/II··· 2-length version.
···/III/··· 3-length version.

···35··· For gear tray L = 1,475 mm.

Electrical version
Factory pre-wired trunking must be equipped with 
one female connector per lamp length for tool-
free electrical contact of the gear trays. The cable 
cross-section of heat-resistant, halogen-free cables 
is 2.5 mm2.
Unwired trunking can be wired on-site via wiring 
accessories to be ordered separately.

···-5LV··· Trunking with 5-conductor through-wiring.
···-7LV··· Trunking with 7-conductor through-wiring.
···-7LV+5LV··· Trunking with 12-conductor 
through-wiring.
···-7LV+7LV··· Trunking with 14-conductor 
through-wiring.
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Reference TOC Dimensions Connector socket ≈kg
L x W x H distances
mm mm

Universal trunking, factory pre-wired
5LV, anodised aluminium
07650/II/35-5LV-2.5∙∙∙IP54 67 587 00 3,127 x 88 x 43 1,475 4.6
07650/III/35-5LV-2.5∙∙∙IP54 67 589 00 4,457 x 88 x 43 1,475 6.7
7LV, anodised aluminium
07650/II/35-7LV-2.5∙∙∙IP54 67 593 00 3,127 x 88 x 43 1,475 4.7
07650/III/35-7LV-2.5∙∙∙IP54 67 595 00 4,457 x 88 x 43 1,475 6.8
7LV+5LV, anodised aluminium
07650/II/35-7LV+5LV-2.5∙∙∙IP54 67 599 00 3,127 x 88 x 43 1,475 4.9
07650/III/35-7LV+5LV-2.5∙∙∙IP54 67 601 00 4,457 x 88 x 43 1,475 7.2
7LV+7LV, anodised aluminium
07650/II/35-7LV+7LV-2.5∙∙∙IP54 67 721 00 3,127 x 88 x 43 1,475 5.0
07650/III/35-7LV+7LV-2.5∙∙∙IP54 67 722 00 4,457 x 88 x 43 1,475 7.3
Universal trunking for individual luminaires, pre-wired and ready for connection
5LV, anodised aluminium
07650/I/35-5LV/E-2.5∙∙∙IP54 67 585 00 1,507 x 88 x 43 1,475 2.1
7LV, anodised aluminium
07650/I/35-7LV/E-2.5∙∙∙IP54 67 591 00 1,507 x 88 x 43 1,475 2.1
7LV+5LV, anodised aluminium
07650/I/35-7LV+5LV/E-2.5∙∙∙IP54 67 597 00 1,507 x 88 x 43 1,475 2.3
7LV+7LV, anodised aluminium
07650/I/35-7LV+7LV/E-2.5∙∙∙IP54 67 720 00 1,507 x 88 x 43 1,475 2.3

Special accessories are required for IP54 protection rating, see page 68.

http://trilux.com/TOC/6758700
http://trilux.com/TOC/6758900
http://trilux.com/TOC/6759300
http://trilux.com/TOC/6759500
http://trilux.com/TOC/6759900
http://trilux.com/TOC/6760100
http://trilux.com/TOC/6772100
http://trilux.com/TOC/6772200
http://trilux.com/TOC/6758500
http://trilux.com/TOC/6759100
http://trilux.com/TOC/6759700
http://trilux.com/TOC/6772000
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63

7650 B LED···

C0-C180

Gear tray 7650 B, wide distribution

Applications
Factories, halls, warehouses, trade fair and 
exhibition spaces, production locations, sales 
areas, workshops.

Mounting method
For E-Line T5N/LED or T8 universal trunking, 
T5 applications ···35-··· (1,475 mm), T8 applica-
tions ···58-··· (1,530 mm) with L55 blanking cover. 
Blanking cover available as accessory, to be ordered 
separately, for length compensation with T8 up-
grade applications. Fixing to trunking with tool-free 
stainless steel snap fasteners. The design of the 
4 snap fasteners enables visual control of secure 
clipping in of the gear tray into the trunking.

Optical systems
Surface of lens optic is flat for uniform light distri-
bution and homogeneous illumination of light emis-
sion aperture. The flat surface simplifies cleaning 
the luminaire. 
7650 B··· With symmetric wide light distribution.

LED system
LED system consists of 5 LED segments. 
Each segment has 33 Mid Power LEDs in 3 rows, 
each with 11 LEDs. Service life 50,000 hours, 
LED degradation L85.
···4000··· Ambient temperature (tq) 50 °C. 
···5500··· Ambient temperature (tq) 45 °C. 
···6500··· Ambient temperature (tq) 40 °C.
···8000··· Ambient temperature (tq) 35 °C.
···10000··· Ambient temperature (tq) 35 °C.
···8··· Colour rendering index Ra > 80.
···30··· Light colour warm white (ww), 
colour temperature 3,000 K.
···40··· Light colour neutral white (nw), 
colour temperature 4,000 K.
···65··· Light colour daylight white (dw),
colour temperature 6,500 K.

Luminaire body
Gear tray of sheet steel, dimensions (L x W) 
1,475 mm x 63 mm, maximum width 75 mm via 
catches. 
7650··· White.
7650 M··· Silver-grey.
7650···05 Black.

Electrical version
···ET··· With control unit, switchable. 
···ETDD··· With control unit, digitally dimmable 
(DALI).

Supplementary equipment
···EB3 In emergency light version with individual 
battery system, nominal operation time 3 hours. 
Luminaire luminous flux 330 lm in emergency light 
operating mode. 
···UR With switching relay for central safety- or 
emergency power supply systems. With active cen-
tral emergency supply, 100 % of nominal luminaire 
luminous flux is generated with ET switching type. 
With ETDD switching, luminaire luminous flux in 
emergency power mode is 15 % of the luminaire 
luminous flux.
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Reference TOC ⋅⋅⋅ET ⋅⋅⋅ETDD Lamps/luminaire Connected Dimensions ≈kg

luminous flux load L x W x H (mm)
Wide distribution gear tray
White
7650 B LED 4000-865∙∙∙ 68 324∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,300 lm 26 W 1,475 x 63 x 63 1.9
7650 B LED 4000-840∙∙∙ 62 098∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,300 lm 26 W 1,475 x 63 x 63 1.9
7650 B LED 4000-830∙∙∙ 62 097∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,100 lm 26 W 1,475 x 63 x 63 1.9
7650 B LED 5500-865∙∙∙ 68 326∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,700 lm 35 W 1,475 x 63 x 63 1.9
7650 B LED 5500-840∙∙∙ 62 100∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,700 lm 35 W 1,475 x 63 x 63 1.9
7650 B LED 5500-830∙∙∙ 62 099∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,400 lm 35 W 1,475 x 63 x 63 1.9
7650 B LED 6500-865∙∙∙ 68 328∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,600 lm 41 W 1,475 x 63 x 63 1.9
7650 B LED 6500-840∙∙∙ 62 393∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,600 lm 41 W 1,475 x 63 x 63 1.9
7650 B LED 6500-830∙∙∙ 62 392∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,300 lm 41 W 1,475 x 63 x 63 1.9
7650 B LED 8000-865∙∙∙ 68 330∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,300 lm 53 W 1,475 x 63 x 63 1.9
7650 B LED 8000-840∙∙∙ 63 686∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,300 lm 53 W 1,475 x 63 x 63 1.9
7650 B LED 8000-830∙∙∙ 63 684∙∙∙ ∙∙∙40 ∙∙∙51 LED 7,900 lm 53 W 1,475 x 63 x 63 1.9
7650 G2 B LED 10000-865∙∙∙ 69 881∙∙∙ ∙∙∙40 ∙∙∙51 LED 10,000 lm 74 W 1,475 x 63 x 63 1.9
7650 G2 B LED 10000-840∙∙∙ 69 879∙∙∙ ∙∙∙40 ∙∙∙51 LED 10,000 lm 74 W 1,475 x 63 x 63 1.9
7650 G2 B LED 10000-830∙∙∙ 69 877∙∙∙ ∙∙∙40 ∙∙∙51 LED 9,200 lm 74 W 1,475 x 63 x 63 1.9
Silver-grey
7650 M-B LED 4000-865∙∙∙ 68 325∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,300 lm 26 W 1,475 x 63 x 63 1.9
7650 M-B LED 4000-840∙∙∙ 62 102∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,300 lm 26 W 1,475 x 63 x 63 1.9
7650 M-B LED 4000-830∙∙∙ 62 101∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,100 lm 26 W 1,475 x 63 x 63 1.9
7650 M-B LED 5500-865∙∙∙ 68 327∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,700 lm 35 W 1,475 x 63 x 63 1.9
7650 M-B LED 5500-840∙∙∙ 62 104∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,700 lm 35 W 1,475 x 63 x 63 1.9
7650 M-B LED 5500-830∙∙∙ 62 103∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,400 lm 35 W 1,475 x 63 x 63 1.9
7650 M-B LED 6500-865∙∙∙ 68 329∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,600 lm 41 W 1,475 x 63 x 63 1.9
7650 M-B LED 6500-840∙∙∙ 62 397∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,600 lm 41 W 1,475 x 63 x 63 1.9
7650 M-B LED 6500-830∙∙∙ 62 396∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,300 lm 41 W 1,475 x 63 x 63 1.9
7650 M-B LED 8000-865∙∙∙ 68 331∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,300 lm 53 W 1,475 x 63 x 63 1.9
7650 M-B LED 8000-840∙∙∙ 63 694∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,300 lm 53 W 1,475 x 63 x 63 1.9
7650 M-B LED 8000-830∙∙∙ 63 692∙∙∙ ∙∙∙40 ∙∙∙51 LED 7,900 lm 53 W 1,475 x 63 x 63 1.9
7650 G2 M-B LED 10000-865∙∙∙ 69 891∙∙∙ ∙∙∙40 ∙∙∙51 LED 10,000 lm 74 W 1,475 x 63 x 63 1.9
7650 G2 M-B LED 10000-840∙∙∙ 69 889∙∙∙ ∙∙∙40 ∙∙∙51 LED 10,000 lm 74 W 1,475 x 63 x 63 1.9
7650 G2 M-B LED 10000-830∙∙∙ 69 887∙∙∙ ∙∙∙40 ∙∙∙51 LED 9,200 lm 74 W 1,475 x 63 x 63 1.9
Black
7650 B LED 4000-840∙∙∙05 69 558∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,300 lm 26 W 1,475 x 63 x 63 1.9
7650 B LED 4000-830∙∙∙05 69 566∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,100 lm 26 W 1,475 x 63 x 63 1.9
7650 B LED 5500-840∙∙∙05 69 560∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,700 lm 35 W 1,475 x 63 x 63 1.9
7650 B LED 5500-830∙∙∙05 69 568∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,400 lm 35 W 1,475 x 63 x 63 1.9
7650 B LED 6500-840∙∙∙05 69 562∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,600 lm 41 W 1,475 x 63 x 63 1.9
7650 B LED 6500-830∙∙∙05 69 570∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,300 lm 41 W 1,475 x 63 x 63 1.9
7650 B LED 8000-840∙∙∙05 69 564∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,300 lm 53 W 1,475 x 63 x 63 1.9
7650 B LED 8000-830∙∙∙05 69 572∙∙∙ ∙∙∙40 ∙∙∙51 LED 7,900 lm 53 W 1,475 x 63 x 63 1.9
Wide distribution gear tray with individual battery supply for constant operation*
White
7650 B LED 4000-840∙∙∙EB3 62 106∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,300 lm 31 W 1,475 x 63 x 63 2.7
7650 B LED 4000-830∙∙∙EB3 62 105∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,100 lm 31 W 1,475 x 63 x 63 2.7
7650 B LED 5500-840∙∙∙EB3 62 108∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,700 lm 40 W 1,475 x 63 x 63 2.7
7650 B LED 5500-830∙∙∙EB3 62 107∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,400 lm 40 W 1,475 x 63 x 63 2.7
7650 B LED 6500-840∙∙∙EB3 62 417∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,600 lm 46 W 1,475 x 63 x 63 2.7
7650 B LED 6500-830∙∙∙EB3 62 416∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,300 lm 46 W 1,475 x 63 x 63 2.7
Silver-grey
7650 M-B LED 4000-840∙∙∙EB3 62 110∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,300 lm 31 W 1,475 x 63 x 63 2.7
7650 M-B LED 4000-830∙∙∙EB3 62 109∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,100 lm 31 W 1,475 x 63 x 63 2.7
7650 M-B LED 5500-840∙∙∙EB3 62 112∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,700 lm 40 W 1,475 x 63 x 63 2.7
7650 M-B LED 5500-830∙∙∙EB3 62 111∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,400 lm 40 W 1,475 x 63 x 63 2.7
7650 M-B LED 6500-840∙∙∙EB3 62 421∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,600 lm 46 W 1,475 x 63 x 63 2.7
7650 M-B LED 6500-830∙∙∙EB3 62 420∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,300 lm 46 W 1,475 x 63 x 63 2.7
Wide distribution gear tray with switching relay for constant operation*
White
7650 B LED 4000-840∙∙∙UR 62 114∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,300 lm 27 W 1,475 x 63 x 63 2.0
7650 B LED 4000-830∙∙∙UR 62 113∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,100 lm 27 W 1,475 x 63 x 63 2.0
7650 B LED 5500-840∙∙∙UR 62 116∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,700 lm 36 W 1,475 x 63 x 63 2.0
7650 B LED 5500-830∙∙∙UR 62 115∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,400 lm 36 W 1,475 x 63 x 63 2.0
7650 B LED 6500-840∙∙∙UR 62 441∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,600 lm 42 W 1,475 x 63 x 63 2.0
7650 B LED 6500-830∙∙∙UR 62 440∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,300 lm 42 W 1,475 x 63 x 63 2.0
Silver-grey
7650 M-B LED 4000-840∙∙∙UR 62 118∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,300 lm 27 W 1,475 x 63 x 63 2.0
7650 M-B LED 4000-830∙∙∙UR 62 117∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,100 lm 27 W 1,475 x 63 x 63 2.0
7650 M-B LED 5500-840∙∙∙UR 62 120∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,700 lm 36 W 1,475 x 63 x 63 2.0
7650 M-B LED 5500-830∙∙∙UR 62 119∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,400 lm 36 W 1,475 x 63 x 63 2.0
7650 M-B LED 6500-840∙∙∙UR 62 445∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,600 lm 42 W 1,475 x 63 x 63 2.0
7650 M-B LED 6500-830∙∙∙UR 62 444∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,300 lm 42 W 1,475 x 63 x 63 2.0
A supplementary blank piece is needed for refurbishing obsolete T8 systems. This must be ordered separately.
White: 07650 B/L55, TOC 62 215 00; silver grey: 07650 M-B/L55, TOC 62 216 00.
*with the combination DALI + emergency light (EB and UR), special trunking (7LV + 5LV) must be used. 
Emergency light gear trays cannot be combined with our Flex370 trunking/Flex cables.
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7650 G2 B LED 13000···

C 0 - C 180C0-C180

72

62

Gear tray 7650 G2 B, wide distribution, 13,000 lm

Applications
Factories, halls, warehouses, trade fair and 
exhibition spaces, production locations, sales 
areas, workshops.

Mounting method
For E-Line T5N/LED or T8 universal trunking, T5 
applications ···35-··· (1,475 mm), T8 applications 
···58-··· (1,530 mm) with L55 blanking cover. Blank-
ing cover available as accessory, to be ordered sep-
arately, for length compensation with T8 upgrade 
applications. Fixing to trunking with tool-free stain-
less steel snap fasteners. The design of the 4 snap 
fasteners enables visual control of secure clipping 
in of the gear tray into the trunking.

Optical systems
Surface of lens optic is flat for uniform light distri-
bution and homogeneous illumination of light emis-
sion aperture. The flat surface simplifies cleaning 
the luminaire.
7650 B··· With symmetric wide light distribution.

LED system
LED system consists of 1 row with 5 LED segments. 
Each segment has 33 Mid Power LEDs in 3 rows, 
each with 11 LEDs. Luminaire luminous flux 
13,000 lm, connected load 105 watts, luminous 
efficiency of luminaire up to 118 lm/W. Colour 
rendering index Ra > 80, specific parameters for 
specification of LED service life: L85, ambient 
temperature (tq) 35 °C, service life 50,000 operating 
hours.
···8··· Colour rendering index Ra > 80.
···30··· Light colour warm white (ww), 
colour temperature 3,000 K.
···40··· Light colour neutral white (nw), 
colour temperature 4,000 K.
···65··· Light colour daylight white (dw), 
colour temperature 6,500 K.

Luminaire body
Gear tray of aluminium. Dimensions (L x W) 
1,475 mm x 63 mm, luminaire height 72 mm. 
Dimensions correspond to gear tray use in 
combination with a trunking unit.
7650··· White.
7650 M··· Silver-grey.

Electrical version
···ET··· With control gear unit, switchable.
···ETDD··· With control gear unit, 
digitally dimmable (DALI).
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Reference TOC ⋅⋅⋅ET ⋅⋅⋅ETDD Lamps/luminaire Connected Dimensions ≈kg

luminous flux load L x W x H (mm)
Wide distribution gear tray
White
7650 G2 B LED 13000-865∙∙∙ 68 332∙∙∙ ∙∙∙40 ∙∙∙51 LED 12,400 lm 105 W 1,475 x 63 x 72 2.5
7650 G2 B LED 13000-840∙∙∙ 68 334∙∙∙ ∙∙∙40 ∙∙∙51 LED 12,400 lm 105 W 1,475 x 63 x 72 2.5
7650 G2 B LED 13000-830∙∙∙ 68 336∙∙∙ ∙∙∙40 ∙∙∙51 LED 11,400 lm 105 W 1,475 x 63 x 72 2.5
Silver-grey
7650 G2 M-B LED 13000-865∙∙∙ 68 333∙∙∙ ∙∙∙40 ∙∙∙51 LED 12,400 lm 105 W 1,475 x 63 x 72 2.5
7650 G2 M-B LED 13000-840∙∙∙ 68 335∙∙∙ ∙∙∙40 ∙∙∙51 LED 12,400 lm 105 W 1,475 x 63 x 72 2.5
7650 G2 M-B LED 13000-830∙∙∙ 68 337∙∙∙ ∙∙∙40 ∙∙∙51 LED 11,400 lm 105 W 1,475 x 63 x 72 2.5
A supplementary blank piece is needed for refurbishing obsolete T8 systems. This must be ordered separately.
White: 07650 B/L55, TOC 62 215 00; silver grey: 07650 M-B/L55, TOC 62 216 00.
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7650 TB LED···
63

63

C0-C180

Gear tray 7650 TB, narrow-wide distribution

Applications
Factories, halls, warehouses, trade fair and 
exhibition spaces, production locations, sales 
areas, workshops.

Mounting method
For E-Line T5N/LED or T8 universal trunking, 
T5 applications ···35-··· (1,475 mm), T8 applica-
tions ···58-··· (1,530 mm) with L55 blanking cover. 
Blanking cover available as accessory, to be ordered 
separately, for length compensation with T8 up-
grade applications. Fixing to trunking with tool-free 
stainless steel snap fasteners. The design of the 
4 snap fasteners enables visual control of secure 
clipping in of the gear tray into the trunking.

Optical systems
Surface of lens optic is flat for uniform light distri-
bution and homogeneous illumination of light emis-
sion aperture. The flat surface simplifies cleaning 
the luminaire. 
···TB··· With symmetric narrow-wide 
light distribution.

LED system
LED system consists of 5 LED segments. Each seg-
ment has 33 Mid Power LEDs in 3 rows, each with 
11 LEDs. Service life 50,000 hours, LED degradation 
L85.
···4000··· Ambient temperature (tq) 50 °C.
···5500··· Ambient temperature (tq) 45 °C.
···6500··· Ambient temperature (tq) 40 °C.
···8000··· Ambient temperature (tq) 35 °C.
···10000··· Ambient temperature (tq) 35 °C.
···8··· Colour rendering index Ra > 80.
···30··· Light colour warm white (ww), 
colour temperature 3,000 K.
···40··· Light colour neutral white (nw), 
colour temperature 4,000 K.
···65··· Light colour daylight white (dw), 
colour temperature 6,500 K.

Luminaire body
Gear tray of sheet steel, dimensions (L x W) 
1,475 mm x 63 mm, 75 mm, maximum width via 
catches. 
7650··· White.
7650 M··· Silver grey.

Electrical version
···ET··· With control unit, switchable. 
···ETDD··· With control unit, digitally dimmable 
(DALI).

Supplementary equipment
···EB3 In emergency light version with individual 
battery system, nominal operation time 3 hours. 
Luminaire luminous flux 330 lm in emergency light 
operating mode. 
···UR With switching relay for central safety- or 
emergency power supply systems. With active cen-
tral emergency supply, 100 % of nominal luminaire 
luminous flux is generated with ET switching type. 
With ETDD switching, luminaire luminous flux in 
emergency power mode is 15 % of the luminaire 
luminous flux.
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Reference TOC ⋅⋅⋅ET ⋅⋅⋅ETDD Lamps/luminaire Connected Dimensions ≈kg

luminous flux load L x W x H (mm)
Narrow wide distribution gear tray
White
7650 TB LED 4000-865∙∙∙ 68 338∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,400 lm 26 W 1,475 x 63 x 63 1.9
7650 TB LED 4000-840∙∙∙ 62 411∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,400 lm 26 W 1,475 x 63 x 63 1.9
7650 TB LED 4000-830∙∙∙ 62 410∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,200 lm 26 W 1,475 x 63 x 63 1.9
7650 TB LED 5500-865∙∙∙ 68 340∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 35 W 1,475 x 63 x 63 1.9
7650 TB LED 5500-840∙∙∙ 62 413∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 35 W 1,475 x 63 x 63 1.9
7650 TB LED 5500-830∙∙∙ 62 412∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,500 lm 35 W 1,475 x 63 x 63 1.9
7650 TB LED 6500-865∙∙∙ 68 342∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,700 lm 41 W 1,475 x 63 x 63 1.9
7650 TB LED 6500-840∙∙∙ 62 415∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,700 lm 41 W 1,475 x 63 x 63 1.9
7650 TB LED 6500-830∙∙∙ 62 414∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,400 lm 41 W 1,475 x 63 x 63 1.9
7650 TB LED 8000-865∙∙∙ 65 555∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,400 lm 53 W 1,475 x 63 x 63 1.9
7650 TB LED 8000-840∙∙∙ 63 714∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,400 lm 53 W 1,475 x 63 x 63 1.9
7650 TB LED 8000-830∙∙∙ 63 712∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,000 lm 53 W 1,475 x 63 x 63 1.9
7650 G2 TB LED 10000-865∙∙∙ 69 926∙∙∙ ∙∙∙40 ∙∙∙51 LED 10,200 lm 74 W 1,475 x 63 x 63 1.9
7650 G2 TB LED 10000-840∙∙∙ 69 924∙∙∙ ∙∙∙40 ∙∙∙51 LED 10,200 lm 74 W 1,475 x 63 x 63 1.9
7650 G2 TB LED 10000-830∙∙∙ 69 922∙∙∙ ∙∙∙40 ∙∙∙51 LED 9,400 lm 74 W 1,475 x 63 x 63 1.9
Silver-grey
7650 M-TB LED 4000-865∙∙∙ 68 339∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,400 lm 26 W 1,475 x 63 x 63 1.9
7650 M-TB LED 4000-840∙∙∙ 62 403∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,400 lm 26 W 1,475 x 63 x 63 1.9
7650 M-TB LED 4000-830∙∙∙ 62 402∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,200 lm 26 W 1,475 x 63 x 63 1.9
7650 M-TB LED 5500-865∙∙∙ 68 341∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 35 W 1,475 x 63 x 63 1.9
7650 M-TB LED 5500-840∙∙∙ 62 405∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 35 W 1,475 x 63 x 63 1.9
7650 M-TB LED 5500-830∙∙∙ 62 404∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,500 lm 35 W 1,475 x 63 x 63 1.9
7650 M-TB LED 6500-865∙∙∙ 68 343∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,700 lm 41 W 1,475 x 63 x 63 1.9
7650 M-TB LED 6500-840∙∙∙ 62 407∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,700 lm 41 W 1,475 x 63 x 63 1.9
7650 M-TB LED 6500-830∙∙∙ 62 406∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,400 lm 41 W 1,475 x 63 x 63 1.9
7650 M-TB LED 8000-865∙∙∙ 68 345∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,400 lm 53 W 1,475 x 63 x 63 1.9
7650 M-TB LED 8000-840∙∙∙ 63 706∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,400 lm 53 W 1,475 x 63 x 63 1.9
7650 M-TB LED 8000-830∙∙∙ 63 704∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,000 lm 53 W 1,475 x 63 x 63 1.9
7650 G2 M-TB LED 10000-865∙∙∙ 69 911∙∙∙ ∙∙∙40 ∙∙∙51 LED 10,200 lm 74 W 1,475 x 63 x 63 1.9
7650 G2 M-TB LED 10000-840∙∙∙ 69 909∙∙∙ ∙∙∙40 ∙∙∙51 LED 10,200 lm 74 W 1,475 x 63 x 63 1.9
7650 G2 M-TB LED 10000-830∙∙∙ 69 907∙∙∙ ∙∙∙40 ∙∙∙51 LED 9,400 lm 74 W 1,475 x 63 x 63 1.9
Narrow wide distribution gear tray with individual battery supply for maintained operation*
White
7650 TB LED 4000-840∙∙∙EB3 62 435∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,400 lm 31 W 1,475 x 63 x 63 2.7
7650 TB LED 4000-830∙∙∙EB3 62 434∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,200 lm 31 W 1,475 x 63 x 63 2.7
7650 TB LED 5500-840∙∙∙EB3 62 437∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 40 W 1,475 x 63 x 63 2.7
7650 TB LED 5500-830∙∙∙EB3 62 436∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,500 lm 40 W 1,475 x 63 x 63 2.7
7650 TB LED 6500-840∙∙∙EB3 62 439∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,700 lm 46 W 1,475 x 63 x 63 2.7
7650 TB LED 6500-830∙∙∙EB3 62 438∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,400 lm 46 W 1,475 x 63 x 63 2.7
Silver-grey
7650 M-TB LED 4000-840∙∙∙EB3 62 427∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,400 lm 31 W 1,475 x 63 x 63 2.7
7650 M-TB LED 4000-830∙∙∙EB3 62 426∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,200 lm 31 W 1,475 x 63 x 63 2.7
7650 M-TB LED 5500-840∙∙∙EB3 62 429∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 40 W 1,475 x 63 x 63 2.7
7650 M-TB LED 5500-830∙∙∙EB3 62 428∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,500 lm 40 W 1,475 x 63 x 63 2.7
7650 M-TB LED 6500-840∙∙∙EB3 62 431∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,700 lm 46 W 1,475 x 63 x 63 2.7
7650 M-TB LED 6500-830∙∙∙EB3 62 430∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,400 lm 46 W 1,475 x 63 x 63 2.7
Narrow wide distribution gear tray with switching relay for maintained operation*
White
7650 TB LED 4000-840∙∙∙UR 62 459∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,400 lm 27 W 1,475 x 63 x 63 2.0
7650 TB LED 4000-830∙∙∙UR 62 458∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,200 lm 27 W 1,475 x 63 x 63 2.0
7650 TB LED 5500-840∙∙∙UR 62 461∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 36 W 1,475 x 63 x 63 2.0
7650 TB LED 5500-830∙∙∙UR 62 460∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,500 lm 36 W 1,475 x 63 x 63 2.0
7650 TB LED 6500-840∙∙∙UR 62 463∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,700 lm 42 W 1,475 x 63 x 63 2.0
7650 TB LED 6500-830∙∙∙UR 62 462∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,400 lm 42 W 1,475 x 63 x 63 2.0
Silver-grey
7650 M-TB LED 4000-840∙∙∙UR 62 451∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,400 lm 27 W 1,475 x 63 x 63 2.0
7650 M-TB LED 4000-830∙∙∙UR 62 450∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,200 lm 27 W 1,475 x 63 x 63 2.0
7650 M-TB LED 5500-840∙∙∙UR 62 453∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 36 W 1,475 x 63 x 63 2.0
7650 M-TB LED 5500-830∙∙∙UR 62 452∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,500 lm 36 W 1,475 x 63 x 63 2.0
7650 M-TB LED 6500-840∙∙∙UR 62 455∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,700 lm 42 W 1,475 x 63 x 63 2.0
7650 M-TB LED 6500-830∙∙∙UR 62 454∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,400 lm 42 W 1,475 x 63 x 63 2.0
A supplementary blank piece is needed for refurbishing obsolete T8 systems. This must be ordered separately.
White: 07650 B/L55, TOC 62 215 00; silver grey: 07650 M-B/L55, TOC 62 216 00.
*with the combination DALI + emergency light (EB and UR), special trunking (7LV + 5LV) must be used. 
Emergency light gear trays cannot be combined with our Flex370 trunking/Flex cables.
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C 0 - C 180C0-C180

7650 G2 TB LED 13000···
7650 G2 TB LED 20000···

72

62

71

63

127

15

Gear tray 7650 G2 TB, narrow-wide distribution, 13,000 lm and 20,000 lm

Applications
Factories, halls, warehouses, trade fair and 
exhibition spaces, production locations, sales 
areas, workshops.

Mounting method
For E-Line T5N/LED or T8 universal trunking, T5 
applications ···35-··· (1,475 mm), T8 applications 
···58-··· (1,530 mm) with L55 blanking cover. Blank-
ing cover available as accessory, to be ordered 
separately, for length compensation with T8 up-
grade applications. Fixing to trunking with tool-free 
stainless steel snap fasteners. Construction of the 
four snap fasteners enables visual control of 
secure clipping in of the gear tray into the trunking 
(13,000 lm). Mounting to trunking via rotary catches 
(20,000 lm).

Optical systems
Surface of lens optic is flat for uniform light distri-
bution and homogeneous illumination of light emis-
sion aperture. The flat surface simplifies cleaning 
the luminaire.
7650 TB··· With symmetric narrow-wide light 
distribution.

LED system
LED system consists of 1 row with 5 LED segments 
(13,000 lm) or 3 rows each with 5 LED segments 
(20,000 lm). Each segment has 33 Mid Power LEDs 
in 2 rows, each with 11 LEDs. Luminaire luminous 
flux 13,000 lm, connected load 105 watts or lumi-
naire luminous flux 20,000 lm, connected load 
158 watts, luminous efficiency of luminaire up to 
130 lm/W. Colour rendering index Ra > 80, specific 
parameters for specification of LED service life: 
L85, ambient temperature (tq) 35 °C, service life 
50,000 operating hours.
···-8··· Colour rendering index Ra > 80.
···30··· Light colour warm white (ww), 
colour temperature 3,000 K.
···40··· Light colour neutral white (nw), 
colour temperature 4,000 K.
···65··· Light colour daylight white (dw), 
colour temperature 6,500 K.

Luminaire body
Gear tray of aluminium (with 13,000 lm) / sheet 
steel (with 20,000 lm). Dimensions (L x W) 
1,475 mm x 63 mm, luminaire height 72 mm (with 
13,000 lm), 1,475 mm x 127 mm, luminaire height 
68 mm (with 20,000 lm).
Dimensions correspond to gear tray use in combi-
nation with a trunking unit.
7650··· White.
7650 M··· Silver-grey.

Electrical version
···ET··· With control gear unit, switchable.
···ETDD··· With control gear unit, 
digitally dimmable (DALI).
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Reference TOC ⋅⋅⋅ET ⋅⋅⋅ETDD Lamps/luminaire Connected Dimensions ≈kg

luminous flux load L x W x H (mm)
Narrow wide distribution gear tray
White
7650 G2 TB LED 13000-865∙∙∙ 68 346∙∙∙ ∙∙∙40 ∙∙∙51 LED 12,600 lm 105 W 1,475 x 63 x 72 2.5
7650 G2 TB LED 13000-840∙∙∙ 68 348∙∙∙ ∙∙∙40 ∙∙∙51 LED 12,600 lm 105 W 1,475 x 63 x 72 2.5
7650 G2 TB LED 13000-830∙∙∙ 68 350∙∙∙ ∙∙∙40 ∙∙∙51 LED 11,600 lm 105 W 1,475 x 63 x 72 2.5
7650 G2 TB LED 20000-865∙∙∙ 68 352∙∙∙ ∙∙∙40 ∙∙∙51 LED 20,500 lm 158 W 1,475 x 127 x 68 4.4
7650 G2 TB LED 20000-840∙∙∙ 68 354∙∙∙ ∙∙∙40 ∙∙∙51 LED 20,500 lm 158 W 1,475 x 127 x 68 4.4
7650 G2 TB LED 20000-830∙∙∙ 68 356∙∙∙ ∙∙∙40 ∙∙∙51 LED 18,900 lm 158 W 1,475 x 127 x 68 4.4
Silver-grey
7650 G2 M-TB LED 13000-865∙∙∙ 68 347∙∙∙ ∙∙∙40 ∙∙∙51 LED 12,600 lm 105 W 1,475 x 63 x 72 2.5
7650 G2 M-TB LED 13000-840∙∙∙ 68 349∙∙∙ ∙∙∙40 ∙∙∙51 LED 12,600 lm 105 W 1,475 x 63 x 72 2.5
7650 G2 M-TB LED 13000-830∙∙∙ 68 351∙∙∙ ∙∙∙40 ∙∙∙51 LED 11,600 lm 105 W 1,475 x 63 x 72 2.5
7650 G2 M-TB LED 20000-865∙∙∙ 68 353∙∙∙ ∙∙∙40 ∙∙∙51 LED 20,500 lm 158 W 1,475 x 127 x 68 4.4
7650 G2 M-TB LED 20000-840∙∙∙ 68 355∙∙∙ ∙∙∙40 ∙∙∙51 LED 20,500 lm 158 W 1,475 x 127 x 68 4.4
7650 G2 M-TB LED 20000-830∙∙∙ 68 357∙∙∙ ∙∙∙40 ∙∙∙51 LED 18,900 lm 158 W 1,475 x 127 x 68 4.4
A supplementary blank piece is needed for refurbishing obsolete T8 systems. This must be ordered separately.
White: 07650 B/L55, TOC 62 215 00; silver grey: 07650 M-B/L55, TOC 62 216 00.
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7650 MT LED···
63

63

C0 -C180C0-C180

Gear tray 7650 MT, medium narrow distribution

Applications
Factories, halls, warehouses, trade fair and 
exhibition spaces, production locations, sales 
areas, workshops.

Mounting method
For E-Line T5N/LED or T8 universal trunking, 
T5 applications ···35-··· (1,475 mm), T8 applica-
tions ···58-··· (1,530 mm) with L55 blanking cover. 
Blanking cover available as accessory, to be ordered 
separately, for length compensation with T8 up-
grade applications. Fixing to trunking with tool-free 
stainless steel snap fasteners. The design of the 
4 snap fasteners enables visual control of secure 
clipping in of the gear tray into the trunking.

Optical systems
Surface of lens optic is flat for uniform light distri-
bution and homogeneous illumination of light emis-
sion aperture. The flat surface simplifies cleaning 
the luminaire. 
···MT··· With special oval PMMA lenses for espe-
cially efficient lighting solutions particularly with 
highbay racking applications at installation heights 
of 8 and 12 metres.

LED system
LED system consists of 5 LED segments. Each seg-
ment has 33 Mid Power LEDs in 3 rows, each with 
11 LEDs. Service life 50,000 hours, LED degradation 
L85.
···4000··· Ambient temperature (tq) 50 °C. 
···5500··· Ambient temperature (tq) 45 °C. 
···6500··· Ambient temperature (tq) 40 °C.
···8000··· Ambient temperature (tq) 35 °C.
···10000··· Ambient temperature (tq) 35 °C.
···8··· Colour rendering index Ra > 80.
···30··· Light colour warm white (ww), 
colour temperature 3,000 K.
···40··· Light colour neutral white (nw), 
colour temperature 4,000 K.
···65··· Light colour daylight white (dw), 
colour temperature 6,500 K.

Luminaire body
Gear tray of sheet steel, dimensions (L x W) 
1,475 mm x 63 mm, 75 mm, maximum width via 
catches. 
7650··· White.
7650 M··· Silver grey.

Electrical version
···ET··· With control unit, switchable. 
···ETDD··· With control unit, digitally dimmable 
(DALI).

Supplementary equipment
···EB3 In emergency light version with individual 
battery system, nominal operation time 3 hours. 
Luminaire luminous flux 330 lm in emergency light 
operating mode. 
···UR With switching relay for central safety- or 
emergency power supply systems. With active cen-
tral emergency supply, 100 % of nominal luminaire 
luminous flux is generated with ET switching type. 
With ETDD switching, luminaire luminous flux in 
emergency power mode is 15 % of the luminaire 
luminous flux.
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Reference TOC ⋅⋅⋅ET ⋅⋅⋅ETDD Lamps/luminaire Connected Dimensions ≈kg

luminous flux load L x W x H (mm)
Medium narrow distribution gear tray
White
7650 MT LED 4000-865∙∙∙ 68 380∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,300 lm 26 W 1,475 x 63 x 63 1.9
7650 MT LED 4000-840∙∙∙ 67 508∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,300 lm 26 W 1,475 x 63 x 63 1.9
7650 MT LED 4000-830∙∙∙ 67 510∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,100 lm 26 W 1,475 x 63 x 63 1.9
7650 MT LED 5500-865∙∙∙ 68 382∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,700 lm 35 W 1,475 x 63 x 63 1.9
7650 MT LED 5500-840∙∙∙ 67 512∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,700 lm 35 W 1,475 x 63 x 63 1.9
7650 MT LED 5500-830∙∙∙ 67 514∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,400 lm 35 W 1,475 x 63 x 63 1.9
7650 MT LED 6500-865∙∙∙ 68 384∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,600 lm 41 W 1,475 x 63 x 63 1.9
7650 MT LED 6500-840∙∙∙ 67 516∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,600 lm 41 W 1,475 x 63 x 63 1.9
7650 MT LED 6500-830∙∙∙ 67 518∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,300 lm 41 W 1,475 x 63 x 63 1.9
7650 MT LED 8000-865∙∙∙ 68 386∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,300 lm 53 W 1,475 x 63 x 63 1.9
7650 MT LED 8000-840∙∙∙ 67 520∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,300 lm 53 W 1,475 x 63 x 63 1.9
7650 MT LED 8000-830∙∙∙ 67 522∙∙∙ ∙∙∙40 ∙∙∙51 LED 7,900 lm 53 W 1,475 x 63 x 63 1.9
7650 G2 MT LED 10000-865∙∙∙ 69 916∙∙∙ ∙∙∙40 ∙∙∙51 LED 10,000 lm 74 W 1,475 x 63 x 63 1.9
7650 G2 MT LED 10000-840∙∙∙ 69 914∙∙∙ ∙∙∙40 ∙∙∙51 LED 10,000 lm 74 W 1,475 x 63 x 63 1.9
7650 G2 MT LED 10000-830∙∙∙ 69 912∙∙∙ ∙∙∙40 ∙∙∙51 LED 9,200 lm 74 W 1,475 x 63 x 63 1.9
Silver-grey
7650 M-MT LED 4000-865∙∙∙ 68 381 ∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,300 lm 26 W 1,475 x 63 x 63 1.9
7650 M-MT LED 4000-840∙∙∙ 67 509∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,300 lm 26 W 1,475 x 63 x 63 1.9
7650 M-MT LED 4000-830∙∙∙ 67 511∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,100 lm 26 W 1,475 x 63 x 63 1.9
7650 M-MT LED 5500-865∙∙∙ 68 382∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,700 lm 35 W 1,475 x 63 x 63 1.9
7650 M-MT LED 5500-840∙∙∙ 67 513∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,700 lm 35 W 1,475 x 63 x 63 1.9
7650 M-MT LED 5500-830∙∙∙ 67 515∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,400 lm 35 W 1,475 x 63 x 63 1.9
7650 M-MT LED 6500-865∙∙∙ 68 385∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,600 lm 41 W 1,475 x 63 x 63 1.9
7650 M-MT LED 6500-840∙∙∙ 67 517∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,600 lm 41 W 1,475 x 63 x 63 1.9
7650 M-MT LED 6500-830∙∙∙ 67 519∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,300 lm 41 W 1,475 x 63 x 63 1.9
7650 M-MT LED 8000-865∙∙∙ 68 387∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,300 lm 53 W 1,475 x 63 x 63 1.9
7650 M-MT LED 8000-840∙∙∙ 67 521∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,300 lm 53 W 1,475 x 63 x 63 1.9
7650 M-MT LED 8000-830∙∙∙ 67 523∙∙∙ ∙∙∙40 ∙∙∙51 LED 7,900 lm 53 W 1,475 x 63 x 63 1.9
7650 G2 M-MT LED 10000-865∙∙∙ 69 901∙∙∙ ∙∙∙40 ∙∙∙51 LED 10,000 lm 74 W 1,475 x 63 x 63 1.9
7650 G2 M-MT LED 10000-840∙∙∙ 69 899∙∙∙ ∙∙∙40 ∙∙∙51 LED 10,000 lm 74 W 1,475 x 63 x 63 1.9
7650 G2 M-MT LED 10000-830∙∙∙ 69 897∙∙∙ ∙∙∙40 ∙∙∙51 LED 9,200 lm 74 W 1,475 x 63 x 63 1.9
MT gear tray with individual battery supply for continuous operation
White
7650 MT LED 4000-840∙∙∙EB3 67 532∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,300 lm 31 W 1,475 x 63 x 63 2.7
7650 MT LED 4000-830∙∙∙EB3 67 534∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,100 lm 31 W 1,475 x 63 x 63 2.7
7650 MT LED 5500-840∙∙∙EB3 67 536∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,700 lm 40 W 1,475 x 63 x 63 2.7
7650 MT LED 5500-830∙∙∙EB3 67 538∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,400 lm 40 W 1,475 x 63 x 63 2.7
7650 MT LED 6500-840∙∙∙EB3 67 540∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,600 lm 46 W 1,475 x 63 x 63 2.7
7650 MT LED 6500-830∙∙∙EB3 67 542∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,300 lm 46 W 1,475 x 63 x 63 2.7
Silver-grey
7650 M-MT LED 4000-840∙∙∙EB3 67 533∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,300 lm 31 W 1,475 x 63 x 63 2.7
7650 M-MT LED 4000-830∙∙∙EB3 67 535∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,100 lm 31 W 1,475 x 63 x 63 2.7
7650 M-MT LED 5500-840∙∙∙EB3 67 537∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,700 lm 40 W 1,475 x 63 x 63 2.7
7650 M-MT LED 5500-830∙∙∙EB3 67 539∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,400 lm 40 W 1,475 x 63 x 63 2.7
7650 M-MT LED 6500-840∙∙∙EB3 67 541∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,600 lm 46 W 1,475 x 63 x 63 2.7
7650 M-MT LED 6500-830∙∙∙EB3 67 543∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,300 lm 46 W 1,475 x 63 x 63 2.7
MT gear tray with switching relay for continuous operation
White
7650 MT LED 4000-840∙∙∙UR 67 544∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,300 lm 27 W 1,475 x 63 x 63 2.0
7650 MT LED 4000-830∙∙∙UR 67 546∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,100 lm 27 W 1,475 x 63 x 63 2.0
7650 MT LED 5500-840∙∙∙UR 67 548∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,700 lm 36 W 1,475 x 63 x 63 2.0
7650 MT LED 5500-830∙∙∙UR 67 550∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,400 lm 36 W 1,475 x 63 x 63 2.0
7650 MT LED 6500-840∙∙∙UR 67 552∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,600 lm 42 W 1,475 x 63 x 63 2.0
7650 MT LED 6500-830∙∙∙UR 67 554∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,300 lm 42 W 1,475 x 63 x 63 2.0
Silver-grey
7650 M-MT LED 4000-840∙∙∙UR 67 545∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,300 lm 27 W 1,475 x 63 x 63 2.0
7650 M-MT LED 4000-830∙∙∙UR 67 547∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,100 lm 27 W 1,475 x 63 x 63 2.0
7650 M-MT LED 5500-840∙∙∙UR 67 549∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,700 lm 36 W 1,475 x 63 x 63 2.0
7650 M-MT LED 5500-830∙∙∙UR 67 551∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,400 lm 36 W 1,475 x 63 x 63 2.0
7650 M-MT LED 6500-840∙∙∙UR 67 553∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,600 lm 42 W 1,475 x 63 x 63 2.0
7650 M-MT LED 6500-830∙∙∙UR 67 555∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,300 lm 42 W 1,475 x 63 x 63 2.0
A supplementary blank piece is needed for refurbishing obsolete T8 systems. This must be ordered separately.
White: 07650 B/L55, TOC 62 215 00; silver grey: 07650 M-B/L55, TOC 62 216 00.
*with the combination DALI + emergency light (EB and UR), special trunking (7LV + 5LV) must be used.
Emergency light gear trays cannot be combined with our Flex370 trunking/Flex cables.
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7650 G2 MT LED 13000···
7650 G2 MT LED 20000···

72

62

71

63

127

15

Gear tray 7650 G2 MT, medium narrow distribution, 13,000 lm and 20,000 lm

Applications
Factories, halls, warehouses, trade fair and 
exhibition spaces, production locations, sales 
areas, workshops.

Mounting method
For E-Line T5N/LED or T8 universal trunking, 
T5 applications ···35-··· (1,475 mm), T8 applica-
tions ···58-··· (1,530 mm) with L55 blanking cover. 
Blanking cover available as accessory, to be ordered 
separately, for length compensation with T8 up-
grade applications. Fixing to trunking with tool-free 
stainless steel snap fasteners. Construction of the 
four snap fasteners enables visual control of secure 
clipping in of the gear tray into the trunking 
(13,000 lm). Mounting to trunking via rotary 
catches (20,000 lm).

Optical systems
Surface of lens optic is flat for uniform light distri-
bution and homogeneous illumination of light emis-
sion aperture. The flat surface simplifies cleaning 
the luminaire. 
7650 MT··· With special oval PMMA lenses for es-
pecially efficient lighting solutions particularly with 
highbay racking applications at installation heights 
of 8 and 12 metres.

LED system
LED system consists of 1 row with 5 LED segments 
(13,000 lm) or 2 rows each with 5 LED segments 
(20,000 lm). Each segment has 33 Mid Power LEDs 
in 3 rows, each with 11 LEDs. Luminaire luminous 
flux 13,000 lm, connected load 105 watts or lumi-
naire luminous flux 20,000 lm, connected load 
158 watts, luminous efficiency of luminaire up to 
127 lm/W. Colour rendering index Ra > 80, specific 
parameters for specification of LED service life: 
L85, ambient temperature (tq) 35 °C, service life 
50,000 operating hours.
···8··· Colour rendering index Ra > 80.
···30··· Light colour warm white (ww), 
colour temperature 3,000 K.
···40··· Light colour neutral white (nw), 
colour temperature 4,000 K.
···65··· Light colour daylight white (dw), 
colour temperature 6,500 K.

Luminaire body
Gear tray of aluminium (with 13,000 lm) / sheet 
steel (with 20,000 lm), dimensions (L x W) 
1,475 mm x 63 mm, luminaire height 72 mm 
(with 13,000 lm), 1,475 mm x 127 mm, 
luminaire height 68 mm (with 20,000 lm).
Dimensions correspond to gear tray use in 
combination with a trunking unit.
7650··· White.
7650 M··· Silver-grey.

Electrical version
···ET··· With control unit, switchable. 
···ETDD··· With control unit, digitally dimmable 
(DALI).
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Reference TOC ⋅⋅⋅ET ⋅⋅⋅ETDD Lamps/luminaire Connected Dimensions ≈kg

luminous flux load L x W x H (mm)
White
7650 G2 MT LED 13000-865∙∙∙ 68 388∙∙∙ ∙∙∙40 ∙∙∙51 LED 12,400 lm 105 W 1,475 x 63 x 72 2.5
7650 G2 MT LED 13000-840 ∙∙∙ 67 524∙∙∙ ∙∙∙40 ∙∙∙51 LED 12,400 lm 105 W 1,475 x 63 x 72 2.5
7650 G2 MT LED 13000-830∙∙∙ 67 526∙∙∙ ∙∙∙40 ∙∙∙51 LED 11,400 lm 105 W 1,475 x 63 x 72 2.5
7650 G2 MT LED 20000-865∙∙∙ 68 390∙∙∙ ∙∙∙40 ∙∙∙51 LED 20,100 lm 158 W 1,475 x 127 x 68 4.4
7650 G2 MT LED 20000-840∙∙∙ 67 528∙∙∙ ∙∙∙40 ∙∙∙51 LED 20,100 lm 158 W 1,475 x 127 x 68 4.4
7650 G2 MT LED 20000-830∙∙∙ 67 530∙∙∙ ∙∙∙40 ∙∙∙51 LED 18,500 lm 158 W 1,475 x 127 x 68 4.4
Silver-grey
7650 G2 M-MT LED 13000-865∙∙∙ 68 389∙∙∙ ∙∙∙40 ∙∙∙51 LED 12,400 lm 105 W 1,475 x 63 x 72 2.5
7650 G2 M-MT LED 13000-840∙∙∙ 67 525∙∙∙ ∙∙∙40 ∙∙∙51 LED 12,400 lm 105 W 1,475 x 63 x 72 2.5
7650 G2 M-MT LED 13000-830∙∙∙ 67 527∙∙∙ ∙∙∙40 ∙∙∙51 LED 11,400 lm 105 W 1,475 x 63 x 72 2.5
7650 G2 M-MT LED 20000-865∙∙∙ 68 391∙∙∙ ∙∙∙40 ∙∙∙51 LED 20,100 lm 158 W 1,475 x 127 x 68 4.4
7650 G2 M-MT LED 20000-840∙∙∙ 67 529∙∙∙ ∙∙∙40 ∙∙∙51 LED 20,100 lm 158 W 1,475 x 127 x 68 4.4
7650 G2 M-MT LED 20000-830∙∙∙ 67 531∙∙∙ ∙∙∙40 ∙∙∙51 LED 18,500 lm 158 W 1,475 x 127 x 68 4.4
A supplementary blank piece is needed for refurbishing obsolete T8 systems. This must be ordered separately.
White: 07650 B/L55, TOC 62 215 00; silver grey: 07650 M-B/L55, TOC 62 216 00.
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Gear tray 7650 T, narrow distribution

Applications
Production areas, halls, storage rooms, trade fair 
and exhibition halls, sales areas, workshops. 
The LED gear tray as narrow distribution version (T) 
is especially suitable for the illumination of aisles in 
sales and storage areas and for general use in high 
halls.

Mounting method
For E-Line T5N/LED or T8 universal trunking, 
T5 applications ···35-··· (1,475 mm), T8 applica-
tions ···58-··· (1,530 mm) with L55 blanking cover. 
Blanking cover available as accessory, to be ordered 
separately, for length compensation with T8 up-
grade applications. Fixing to trunking with tool-free 
stainless steel snap fasteners. The design of the 
4 snap fasteners enables visual control of secure 
clipping in of the gear tray into the trunking.

Optical systems
Surface of lens optic is flat for uniform light distri-
bution and homogeneous illumination of light emis-
sion aperture. The flat surface simplifies cleaning 
the luminaire. 
7650 T··· With symmetric narrow light distribution.

LED system
LED system consists of 5 LED segments. 
Each segment has 33 Mid Power LEDs in 3 rows, 
each with 11 LEDs. Service life 50,000 hours, 
LED degradation L85.
···4000··· Ambient temperature (tq) 50 °C.
···5500··· Ambient temperature (tq) 45 °C.
···6500··· Ambient temperature (tq) 40 °C.
···8000··· Ambient temperature (tq) 35 °C.
···10000··· Ambient temperature (tq) 35 °C.
···-8··· Colour rendering index Ra > 80.
···30··· Light colour warm white (ww), 
colour temperature 3,000 K.
···40··· Light colour neutral white (nw), 
colour temperature 4,000 K.
···65··· Light colour daylight white (dw), 
colour temperature 6,500 K.

Luminaire body
Gear tray of sheet steel, dimensions (L x W) 
1,475 mm x 66 mm, 75 mm, maximum width via 
catches. 
7650··· White.
7650 M··· Silver-grey.

Electrical version
···ET··· With control unit, switchable. 
···ETDD··· With control unit, digitally dimmable 
(DALI).

Supplementary equipment
···EB3 In emergency light version with individual 
battery system, nominal operation time 3 hours. 
Luminaire luminous flux 330 lm in emergency light 
operating mode. 
···UR With switching relay for central safety- or 
emergency power supply systems. With active cen-
tral emergency supply, 100 % of nominal luminaire 
luminous flux is generated with ET switching type. 
With ETDD switching, luminaire luminous flux in 
emergency power mode is 15 % of the luminaire 
luminous flux.
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Reference TOC ⋅⋅⋅ET ⋅⋅⋅ETDD Lamps/luminaire Connected Dimensions ≈kg

luminous flux load L x W x H (mm)
Narrow distribution gear tray
White
7650 T LED 4000-865∙∙∙ 68 304∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,400 lm 26 W 1,475 x 63 x 66 1.9
7650 T LED 4000-840∙∙∙ 62 074∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,400 lm 26 W 1,475 x 63 x 66 1.9
7650 T LED 4000-830∙∙∙ 62 073∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,200 lm 26 W 1,475 x 63 x 66 1.9
7650 T LED 5500-865∙∙∙ 68 306∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,900 lm 35 W 1,475 x 63 x 66 1.9
7650 T LED 5500-840∙∙∙ 62 076∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,900 lm 35 W 1,475 x 63 x 66 1.9
7650 T LED 5500-830∙∙∙ 62 075∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,600 lm 35 W 1,475 x 63 x 66 1.9
7650 T LED 6500-865∙∙∙ 68 308∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,800 lm 41 W 1,475 x 63 x 66 1.9
7650 T LED 6500-840∙∙∙ 62 409∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,800 lm 41 W 1,475 x 63 x 66 1.9
7650 T LED 6500-830∙∙∙ 62 408∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,500 lm 41 W 1,475 x 63 x 66 1.9
7650 T LED 8000-865∙∙∙ 68 310∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,400 lm 53 W 1,475 x 63 x 66 1.9
7650 T LED 8000-840∙∙∙ 63 710∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,400 lm 53 W 1,475 x 63 x 66 1.9
7650 T LED 8000-830∙∙∙ 63 708∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,000 lm 53 W 1,475 x 63 x 66 1.9
7650 G2 T LED 10000-865∙∙∙ 69 921∙∙∙ ∙∙∙40 ∙∙∙51 LED 10,400 lm 74 W 1,475 x 63 x 66 1.9
7650 G2 T LED 10000-840∙∙∙ 69 919∙∙∙ ∙∙∙40 ∙∙∙51 LED 10,400 lm 74 W 1,475 x 63 x 66 1.9
7650 G2 T LED 10000-830∙∙∙ 69 917∙∙∙ ∙∙∙40 ∙∙∙51 LED 9,600 lm 74 W 1,475 x 63 x 66 1.9
Silver-grey
7650 M-T LED 4000-865∙∙∙ 68 305∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,400 lm 26 W 1,475 x 63 x 66 1.9
7650 M-T LED 4000-840∙∙∙ 62 078∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,400 lm 26 W 1,475 x 63 x 66 1.9
7650 M-T LED 4000-830∙∙∙ 62 077∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,200 lm 26 W 1,475 x 63 x 66 1.9
7650 M-T LED 5500-865∙∙∙ 68 307∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,900 lm 35 W 1,475 x 63 x 66 1.9
7650 M-T LED 5500-840∙∙∙ 62 080∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,900 lm 35 W 1,475 x 63 x 66 1.9
7650 M-T LED 5500-830∙∙∙ 62 079∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,600 lm 35 W 1,475 x 63 x 66 1.9
7650 M-T LED 6500-865∙∙∙ 68 309∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,800 lm 41 W 1,475 x 63 x 66 1.9
7650 M-T LED 6500-840∙∙∙ 62 401∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,800 lm 41 W 1,475 x 63 x 66 1.9
7650 M-T LED 6500-830∙∙∙ 62 400∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,500 lm 41 W 1,475 x 63 x 66 1.9
7650 M-T LED 8000-865∙∙∙ 68 311∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,400 lm 53 W 1,475 x 63 x 66 1.9
7650 M-T LED 8000-840∙∙∙ 63 702∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,400 lm 53 W 1,475 x 63 x 66 1.9
7650 M-T LED 8000-830∙∙∙ 63 700∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,000 lm 53 W 1,475 x 63 x 66 1.9
7650 G2 M-T LED 10000-865∙∙∙ 69 906∙∙∙ ∙∙∙40 ∙∙∙51 LED 10,400 lm 74 W 1,475 x 63 x 66 1.9
7650 G2 M-T LED 10000-840∙∙∙ 69 904∙∙∙ ∙∙∙40 ∙∙∙51 LED 10,400 lm 74 W 1,475 x 63 x 66 1.9
7650 G2 M-T LED 10000-830∙∙∙ 69 902∙∙∙ ∙∙∙40 ∙∙∙51 LED 9,600 lm 74 W 1,475 x 63 x 66 1.9
Narrow distribution gear tray with individual battery supply for constant operation*
White
7650 T LED 4000-840∙∙∙EB3 62 082∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,400 lm 31 W 1,475 x 63 x 66 2.7
7650 T LED 4000-830∙∙∙EB3 62 081∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,200 lm 31 W 1,475 x 63 x 66 2.7
7650 T LED 5500-840∙∙∙EB3 62 084∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,900 lm 40 W 1,475 x 63 x 66 2.7
7650 T LED 5500-830∙∙∙EB3 62 083∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,600 lm 40 W 1,475 x 63 x 66 2.7
7650 T LED 6500-840∙∙∙EB3 62 433∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,800 lm 46 W 1,475 x 63 x 66 2.7
7650 T LED 6500-830∙∙∙EB3 62 432∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,500 lm 46 W 1,475 x 63 x 66 2.7
Silver-grey
7650 M-T LED 4000-840∙∙∙EB3 62 086∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,400 lm 31 W 1,475 x 63 x 66 2.7
7650 M-T LED 4000-830∙∙∙EB3 62 085∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,200 lm 31 W 1,475 x 63 x 66 2.7
7650 M-T LED 5500-840∙∙∙EB3 62 088∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,900 lm 40 W 1,475 x 63 x 66 2.7
7650 M-T LED 5500-830∙∙∙EB3 62 087∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,600 lm 40 W 1,475 x 63 x 66 2.7
7650 M-T LED 6500-840∙∙∙EB3 62 425∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,800 lm 46 W 1,475 x 63 x 66 2.7
7650 M-T LED 6500-830∙∙∙EB3 62 424∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,500 lm 46 W 1,475 x 63 x 66 2.7
Narrow distribution gear tray with switching relay for permanent operation*
White
7650 M-T LED 4000-840∙∙∙UR 62 090∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,400 lm 27 W 1,475 x 63 x 66 2.0
7650 M-T LED 4000-830∙∙∙UR 62 089∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,200 lm 27 W 1,475 x 63 x 66 2.0
7650 M-T LED 5500-840∙∙∙UR 62 092∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,900 lm 36 W 1,475 x 63 x 66 2.0
7650 M-T LED 5500-830∙∙∙UR 62 091∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,600 lm 36 W 1,475 x 63 x 66 2.0
7650 M-T LED 6500-840∙∙∙UR 62 457∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,800 lm 42 W 1,475 x 63 x 66 2.0
7650 M-T LED 6500-830∙∙∙UR 62 456∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,500 lm 42 W 1,475 x 63 x 66 2.0
Silver-grey
7650 M-T LED 4000-840∙∙∙UR 62 094∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,400 lm 27 W 1,475 x 63 x 66 2.0
7650 M-T LED 4000-830∙∙∙UR 62 093∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,200 lm 27 W 1,475 x 63 x 66 2.0
7650 M-T LED 5500-840∙∙∙UR 62 096∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,900 lm 36 W 1,475 x 63 x 66 2.0
7650 M-T LED 5500-830∙∙∙UR 62 095∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,600 lm 36 W 1,475 x 63 x 66 2.0
7650 M-T LED 6500-840∙∙∙UR 62 449∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,800 lm 42 W 1,475 x 63 x 66 2.0
7650 M-T LED 6500-830∙∙∙UR 62 448∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,500 lm 42 W 1,475 x 63 x 66 2.0
A supplementary blank piece is needed for refurbishing obsolete T8 systems. This must be ordered separately.
White: 07650 B/L55, TOC 62 215 00; silver grey: 07650 M-B/L55, TOC 62 216 00.
*with the combination DALI + emergency light (EB and UR), special trunking (7LV + 5LV) must be used. 
Emergency light gear trays cannot be combined with our Flex370 trunking/Flex cables.
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7650 G2 T LED 13000···
7650 G2 T LED 20000···

72
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71

63

127

15

Gear tray 7650 G2 T, narrow distribution, 13,000 and 20,000 lm

Applications
Production areas, halls, storage rooms, trade fair 
and exhibition halls, sales areas, workshops. The 
LED gear tray as narrow distribution version (T) is 
especially suitable for the illumination of aisles in 
sales and storage areas and for general use in high 
halls.

Mounting method
For E-Line T5N/LED or T8 universal trunking, 
T5 applications ···35-··· (1,475 mm), T8 applica-
tions ···58-··· (1,530 mm) with L55 blanking cover. 
Blanking cover available as accessory, to be ordered 
separately, for length compensation with T8 up-
grade applications. Fixing to trunking with tool-free 
stainless steel snap fasteners. Construction of the 
four snap fasteners enables visual control of secure 
clipping in of the gear tray into the trunking 
(13,000 lm). Mounting to trunking via rotary catches 
(20,000 lm).

Optical systems
Surface of lens optic is flat for uniform light distri-
bution and homogeneous illumination of light emis-
sion aperture. The flat surface simplifies cleaning 
the luminaire.
7650 T··· With symmetric narrow light distribution.

LED system
LED system consists of 1 row with 5 LED segments 
(13,000 lm) or 2 rows each with 5 LED segments 
(20,000 lm). Each segment has 33 Mid Power LEDs 
in 3 rows, each with 11 LEDs. Luminaire luminous 
flux 13,000 lm, connected load 105 watts or lumi-
naire luminous flux 20,000 lm, connected load 
158 watts, luminous efficiency of luminaire up to 
132 lm/W. Colour rendering index Ra > 80, specific 
parameters for specification of LED service life: 
L85, ambient temperature (tq) 35 °C, service life 
50,000 operating hours.
···-8··· Colour rendering index Ra > 80.
···30··· Light colour warm white (ww), 
colour temperature 3,000 K.
···40··· Light colour neutral white (nw), 
colour temperature 4,000 K.
···65··· Light colour daylight white (dw), 
colour temperature 6,500 K.

Luminaire body
Gear tray of aluminium (with 13,000 lm) / sheet 
steel (with 20,000 lm), dimensions (L x W) 
1,475 mm x 63 mm, luminaire height 72 mm 
(with 13,000 lm), 1,475 mm x 127 mm, luminaire 
height 68 mm (with 20,000 lm)
Dimensions correspond to gear tray use in 
combination with a trunking unit.
7650··· White.
7650 M··· Silver-grey.

Electrical version
···ET··· With control gear unit, switchable.
···ETDD··· With control gear unit, 
digitally dimmable (DALI).
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Reference TOC ⋅⋅⋅ET ⋅⋅⋅ETDD Lamps/luminaire Connected Dimensions ≈kg

luminous flux load L x W x H (mm)
Narrow distribution gear tray
White
7650 G2 T LED 13000-865∙∙∙ 68 312∙∙∙ ∙∙∙40 ∙∙∙51 LED 12,900 lm 105 W 1,475 x 63 x 72 2.5
7650 G2 T LED 13000-840∙∙∙ 68 314∙∙∙ ∙∙∙40 ∙∙∙51 LED 12,900 lm 105 W 1,475 x 63 x 72 2.5
7650 G2 T LED 13000-830∙∙∙ 68 316∙∙∙ ∙∙∙40 ∙∙∙51 LED 11,900 lm 105 W 1,475 x 63 x 72 2.5
7650 G2 T LED 20000-865∙∙∙ 68 318∙∙∙ ∙∙∙40 ∙∙∙51 LED 20,900 lm 158 W 1,475 x 127 x 68 4.4
7650 G2 T LED 20000-840∙∙∙ 68 320∙∙∙ ∙∙∙40 ∙∙∙51 LED 20,900 lm 158 W 1,475 x 127 x 68 4.4
7650 G2 T LED 20000-830∙∙∙ 68 322∙∙∙ ∙∙∙40 ∙∙∙51 LED 19,300 lm 158 W 1,475 x 127 x 68 4.4
Silver-grey
7650 G2 M-T LED 13000-865∙∙∙ 68 313∙∙∙ ∙∙∙40 ∙∙∙51 LED 12,900 lm 105 W 1,475 x 63 x 72 2.5
7650 G2 M-T LED 13000-840∙∙∙ 68 315∙∙∙ ∙∙∙40 ∙∙∙51 LED 12,900 lm 105 W 1,475 x 63 x 72 2.5
7650 G2 M-T LED 13000-830∙∙∙ 68 317∙∙∙ ∙∙∙40 ∙∙∙51 LED 11,900 lm 105 W 1,475 x 63 x 72 2.5
7650 G2 M-T LED 20000-865∙∙∙ 68 319∙∙∙ ∙∙∙40 ∙∙∙51 LED 20,900 lm 158 W 1,475 x 127 x 68 4.4
7650 G2 M-T LED 20000-840∙∙∙ 68 321∙∙∙ ∙∙∙40 ∙∙∙51 LED 20,900 lm 158 W 1,475 x 127 x 68 4.4
7650 G2 M-T LED 20000-830∙∙∙ 68 323∙∙∙ ∙∙∙40 ∙∙∙51 LED 19,300 lm 158 W 1,475 x 127 x 68 4.4
A supplementary blank piece is needed for refurbishing obsolete T8 systems. This must be ordered separately.
White: 07650 B/L55, TOC 62 215 00; silver grey: 07650 M-B/L55, TOC 62 216 00.
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Gear tray 7650 DA, double asymmetric distribution

Applications
Production areas, halls, storage rooms, trade fair 
and exhibition halls, sales areas, workshops. 
The LED gear tray as double asymmetric light dis-
tribution version is especially suitable for the illumi-
nation of goods shelves in sales and storage areas.

Mounting method
For E-Line T5N/LED or T8 universal trunking, 
T5 applications ···35-··· (1,475 mm), T8 applica-
tions ···58-··· (1,530 mm) with L55 blanking cover. 
Blanking cover available as accessory, to be ordered 
separately, for length compensation with T8 up-
grade applications. Fixing to trunking with tool-free 
stainless steel snap fasteners. The design of the 
4 snap fasteners enables visual control of secure 
clipping in of the gear tray into the trunking.

Optical systems
Surface of lens optic is flat for uniform light distri-
bution and homogeneous illumination of light emis-
sion aperture. The flat surface simplifies cleaning 
the luminaire. 
7650 DA··· With double asymmetric light distribu-
tion.

LED system
LED system consists of 5 LED segments. Each seg-
ment has 33 Mid Power LEDs in 3 rows, each with 
11 LEDs. Service life 50,000 hours, LED degradation 
L85.
···4000··· Ambient temperature (tq) 50 °C.
···5500··· Ambient temperature (tq) 45 °C.
···6500··· Ambient temperature (tq) 40 °C.
···8000··· Ambient temperature (tq) 35 °C.
···10000··· Ambient temperature (tq) 35 °C.
···-8··· Colour rendering index Ra > 80.
···30··· Light colour warm white (ww), 
colour temperature 3,000 K.
···40··· Light colour neutral white (nw), 
colour temperature 4,000 K.
···65··· Light colour daylight white (dw), 
colour temperature 6,500 K.

Luminaire body
Gear tray of sheet steel, dimensions (L x W) 
1,475 mm x 63 mm, 63 mm maximum width via 
catches. 
7650··· White.
7650 M··· Silver grey.
7650···05 Black.

Electrical version
···ET··· With control unit, switchable. 
···ETDD··· With control unit, digitally dimmable 
(DALI).

Supplementary equipment
···EB3 In emergency light version with individual 
battery system, nominal operation time 3 hours. 
Luminaire luminous flux 330 lm in emergency light 
operating mode. 
···UR With switching relay for central safety- or 
emergency power supply systems. With active cen-
tral emergency supply, 100 % of nominal luminaire 
luminous flux is generated with ET switching type. 
With ETDD switching, luminaire luminous flux in 
emergency power mode is 15 % of the luminaire 
luminous flux.
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Reference TOC ⋅⋅⋅ET ⋅⋅⋅ETDD Lamps/luminaire Connected Dimensions ≈kg

luminous flux load L x W x H (mm)
Gear tray, double asymmetric distribution
White
7650 DA LED 4000-865∙∙∙ 68 358∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,400 lm 26 W 1,475 x 63 x 63 1.9
7650 DA LED 4000-840∙∙∙ 62 122∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,400 lm 26 W 1,475 x 63 x 63 1.9
7650 DA LED 4000-830∙∙∙ 62 121∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,200 lm 26 W 1,475 x 63 x 63 1.9
7650 DA LED 5500-865∙∙∙ 68 360∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 35 W 1,475 x 63 x 63 1.9
7650 DA LED 5500-840∙∙∙ 62 124∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 35 W 1,475 x 63 x 63 1.9
7650 DA LED 5500-830∙∙∙ 62 123∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,500 lm 35 W 1,475 x 63 x 63 1.9
7650 DA LED 6500-865∙∙∙ 68 362∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,700 lm 41 W 1,475 x 63 x 63 1.9
7650 DA LED 6500-840∙∙∙ 62 395∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,700 lm 41 W 1,475 x 63 x 63 1.9
7650 DA LED 6500-830∙∙∙ 62 394∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,400 lm 41 W 1,475 x 63 x 63 1.9
7650 DA LED 8000-865∙∙∙ 68 364∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,400 lm 53 W 1,475 x 63 x 63 1.9
7650 DA LED 8000-840∙∙∙ 63 690∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,400 lm 53 W 1,475 x 63 x 63 1.9
7650 DA LED 8000-830∙∙∙ 63 688∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,000 lm 53 W 1,475 x 63 x 63 1.9
7650 G2 DA LED 10000-865∙∙∙ 69 886∙∙∙ ∙∙∙40 ∙∙∙51 LED 10,200 lm 74 W 1,475 x 63 x 63 1.9
7650 G2 DA LED 10000-840∙∙∙ 69 884∙∙∙ ∙∙∙40 ∙∙∙51 LED 10,200 lm 74 W 1,475 x 63 x 63 1.9
7650 G2 DA LED 10000-830∙∙∙ 69 882∙∙∙ ∙∙∙40 ∙∙∙51 LED 9,400 lm 74 W 1,475 x 63 x 63 1.9
Silver-grey
7650 M-DA LED 4000-865∙∙∙ 68 359∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,400 lm 26 W 1,475 x 63 x 63 1.9
7650 M-DA LED 4000-840∙∙∙ 62 126∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,400 lm 26 W 1,475 x 63 x 63 1.9
7650 M-DA LED 4000-830∙∙∙ 62 125∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,200 lm 26 W 1,475 x 63 x 63 1.9
7650 M-DA LED 5500-865∙∙∙ 68 361∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 35 W 1,475 x 63 x 63 1.9
7650 M-DA LED 5500-840∙∙∙ 62 128∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 35 W 1,475 x 63 x 63 1.9
7650 M-DA LED 5500-830∙∙∙ 62 127∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,500 lm 35 W 1,475 x 63 x 63 1.9
7650 M-DA LED 6500-865∙∙∙ 68 363∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,700 lm 41 W 1,475 x 63 x 63 1.9
7650 M-DA LED 6500-840∙∙∙ 62 399∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,700 lm 41 W 1,475 x 63 x 63 1.9
7650 M-DA LED 6500-830∙∙∙ 62 398∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,400 lm 41 W 1,475 x 63 x 63 1.9
7650 M-DA LED 8000-865∙∙∙ 68 365∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,400 lm 53 W 1,475 x 63 x 63 1.9
7650 M-DA LED 8000-840∙∙∙ 63 698∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,400 lm 53 W 1,475 x 63 x 63 1.9
7650 M-DA LED 8000-830∙∙∙ 63 696∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,000 lm 53 W 1,475 x 63 x 63 1.9
7650 G2 M-DA LED 10000-865∙∙∙ 69 896∙∙∙ ∙∙∙40 ∙∙∙51 LED 10,200 lm 74 W 1,475 x 63 x 63 1.9
7650 G2 M-DA LED 10000-840∙∙∙ 69 894∙∙∙ ∙∙∙40 ∙∙∙51 LED 10,200 lm 74 W 1,475 x 63 x 63 1.9
7650 G2 M-DA LED 10000-830∙∙∙ 69 892∙∙∙ ∙∙∙40 ∙∙∙51 LED 9,400 lm 74 W 1,475 x 63 x 63 1.9
Black
7650 DA LED 4000-840∙∙∙05 69 542∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,400 lm 26 W 1,475 x 63 x 63 1.9
7650 DA LED 4000-830∙∙∙05 69 550∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,200 lm 26 W 1,475 x 63 x 63 1.9
7650 DA LED 5500-840∙∙∙05 69 544∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 35 W 1,475 x 63 x 63 1.9
7650 DA LED 5500-830∙∙∙05 69 552∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,500 lm 35 W 1,475 x 63 x 63 1.9
7650 DA LED 6500-840∙∙∙05 69 546∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,700 lm 41 W 1,475 x 63 x 63 1.9
7650 DA LED 6500-830∙∙∙05 69 554∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,400 lm 41 W 1,475 x 63 x 63 1.9
7650 DA LED 8000-840∙∙∙05 69 548∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,400 lm 53 W 1,475 x 63 x 63 1.9
7650 DA LED 8000-830∙∙∙05 69 556∙∙∙ ∙∙∙40 ∙∙∙51 LED 8,000 lm 53 W 1,475 x 63 x 63 1.9
Double asymmetric distribution gear tray with individual battery supply for constant operation*
White
7650 DA LED 4000-840∙∙∙EB3 62 130∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,400 lm 31 W 1,475 x 63 x 63 2.7
7650 DA LED 4000-830∙∙∙EB3 62 129∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,200 lm 31 W 1,475 x 63 x 63 2.7
7650 DA LED 5500-840∙∙∙EB3 62 132∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 40 W 1,475 x 63 x 63 2.7
7650 DA LED 5500-830∙∙∙EB3 62 131∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,500 lm 40 W 1,475 x 63 x 63 2.7
7650 DA LED 6500-840∙∙∙EB3 62 419∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,700 lm 46 W 1,475 x 63 x 63 2.7
7650 DA LED 6500-830∙∙∙EB3 62 418∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,400 lm 46 W 1,475 x 63 x 63 2.7
Silver-grey
7650 M-DA LED 4000-840∙∙∙EB3 62 134∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,400 lm 31 W 1,475 x 63 x 63 2.7
7650 M-DA LED 4000-830∙∙∙EB3 62 133∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,200 lm 31 W 1,475 x 63 x 63 2.7
7650 M-DA LED 5500-840∙∙∙EB3 62 136∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 40 W 1,475 x 63 x 63 2.7
7650 M-DA LED 5500-830∙∙∙EB3 62 135∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,500 lm 40 W 1,475 x 63 x 63 2.7
7650 M-DA LED 6500-840∙∙∙EB3 62 423∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,700 lm 46 W 1,475 x 63 x 63 2.7
7650 M-DA LED 6500-830∙∙∙EB3 62 422∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,400 lm 46 W 1,475 x 63 x 63 2.7
Double asymmetric distribution gear tray with switching relay for constant operation*
White
7650 DA LED 4000-840∙∙∙UR 62 138∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,400 lm 27 W 1,475 x 63 x 63 2.0
7650 DA LED 4000-830∙∙∙UR 62 137∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,200 lm 27 W 1,475 x 63 x 63 2.0
7650 DA LED 5500-840∙∙∙UR 62 140∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 36 W 1,475 x 63 x 63 2.0
7650 DA LED 5500-830∙∙∙UR 62 139∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,500 lm 36 W 1,475 x 63 x 63 2.0
7650 DA LED 6500-840∙∙∙UR 62 443∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,700 lm 42 W 1,475 x 63 x 63 2.0
7650 DA LED 6500-830∙∙∙UR 62 442∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,400 lm 42 W 1,475 x 63 x 63 2.0
Silver-grey
7650 M-DA LED 4000-840∙∙∙UR 62 142∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,400 lm 27 W 1,475 x 63 x 63 2.0
7650 M-DA LED 4000-830∙∙∙UR 62 141∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,200 lm 27 W 1,475 x 63 x 63 2.0
7650 M-DA LED 5500-840∙∙∙UR 62 144∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 36 W 1,475 x 63 x 63 2.0
7650 M-DA LED 5500-830∙∙∙UR 62 143∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,500 lm 36 W 1,475 x 63 x 63 2.0
7650 M-DA LED 6500-840∙∙∙UR 62 447∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,700 lm 42 W 1,475 x 63 x 63 2.0
7650 M-DA LED 6500-830∙∙∙UR 62 446∙∙∙ ∙∙∙40 ∙∙∙51 LED 6,400 lm 42 W 1,475 x 63 x 63 2.0
A supplementary blank piece is needed for refurbishing obsolete T8 systems. This must be ordered separately.
White: 07650 B/L55, TOC 62 215 00; silver grey: 07650 M-B/L55, TOC 62 216 00.
*with the combination DALI + emergency light (EB and UR), special trunking (7LV + 5LV) must be used.
Emergency light gear trays cannot be combined with our Flex370 trunking/Flex cables.
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http://trilux.com/TOC/6212651
http://trilux.com/TOC/6212540
http://trilux.com/TOC/6212551
http://trilux.com/TOC/6836140
http://trilux.com/TOC/6836151
http://trilux.com/TOC/6212840
http://trilux.com/TOC/6212851
http://trilux.com/TOC/6212740
http://trilux.com/TOC/6212751
http://trilux.com/TOC/6836340
http://trilux.com/TOC/6836351
http://trilux.com/TOC/6239940
http://trilux.com/TOC/6239951
http://trilux.com/TOC/6239840
http://trilux.com/TOC/6239851
http://trilux.com/TOC/6836540
http://trilux.com/TOC/6836551
http://trilux.com/TOC/6369840
http://trilux.com/TOC/6369851
http://trilux.com/TOC/6369640
http://trilux.com/TOC/6369651
http://trilux.com/TOC/6989640
http://trilux.com/TOC/6989651
http://trilux.com/TOC/6989440
http://trilux.com/TOC/6989451
http://trilux.com/TOC/6989240
http://trilux.com/TOC/6989251
http://trilux.com/TOC/6954240
http://trilux.com/TOC/6954251
http://trilux.com/TOC/6955040
http://trilux.com/TOC/6955051
http://trilux.com/TOC/6954440
http://trilux.com/TOC/6954451
http://trilux.com/TOC/6955240
http://trilux.com/TOC/6955251
http://trilux.com/TOC/6954640
http://trilux.com/TOC/6954651
http://trilux.com/TOC/6955440
http://trilux.com/TOC/6955451
http://trilux.com/TOC/6954840
http://trilux.com/TOC/6954851
http://trilux.com/TOC/6955640
http://trilux.com/TOC/6955651
http://trilux.com/TOC/6213040
http://trilux.com/TOC/6213051
http://trilux.com/TOC/6212940
http://trilux.com/TOC/6212951
http://trilux.com/TOC/6213240
http://trilux.com/TOC/6213251
http://trilux.com/TOC/6213140
http://trilux.com/TOC/6213151
http://trilux.com/TOC/6241940
http://trilux.com/TOC/6241951
http://trilux.com/TOC/6241840
http://trilux.com/TOC/6241851
http://trilux.com/TOC/6213440
http://trilux.com/TOC/6213451
http://trilux.com/TOC/6213340
http://trilux.com/TOC/6213351
http://trilux.com/TOC/6213640
http://trilux.com/TOC/6213651
http://trilux.com/TOC/6213540
http://trilux.com/TOC/6213551
http://trilux.com/TOC/6242340
http://trilux.com/TOC/6242351
http://trilux.com/TOC/6242240
http://trilux.com/TOC/6242251
http://trilux.com/TOC/6213840
http://trilux.com/TOC/6213851
http://trilux.com/TOC/6213740
http://trilux.com/TOC/6213751
http://trilux.com/TOC/6214040
http://trilux.com/TOC/6214051
http://trilux.com/TOC/6213940
http://trilux.com/TOC/6213951
http://trilux.com/TOC/6244340
http://trilux.com/TOC/6244351
http://trilux.com/TOC/6244240
http://trilux.com/TOC/6244251
http://trilux.com/TOC/6214240
http://trilux.com/TOC/6214251
http://trilux.com/TOC/6214140
http://trilux.com/TOC/6214151
http://trilux.com/TOC/6214440
http://trilux.com/TOC/6214451
http://trilux.com/TOC/6214340
http://trilux.com/TOC/6214351
http://trilux.com/TOC/6244740
http://trilux.com/TOC/6244751
http://trilux.com/TOC/6244640
http://trilux.com/TOC/6244651
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7650 G2 DA LED 13000···

C 0 - C 180C0-C180

72

62

Gear tray 7650 G2 DA, double asymmetric distribution, 13,000 lm

Applications
Production areas, halls, storage rooms, trade fair 
and exhibition halls, sales areas, workshops. The 
LED gear tray as double asymmetric light distribu-
tion version is especially suitable for the illumina-
tion of goods shelves in sales and storage areas.

Mounting method
For E-Line T5N/LED or T8 universal trunking, T5 
applications ···35-··· (1,475 mm), T8 applications 
···58-··· (1,530 mm) with L55 blanking cover. Blank-
ing cover available as accessory, to be ordered sep-
arately, for length compensation with T8 upgrade 
applications. Fixing to trunking with tool-free stain-
less steel snap fasteners. The design of the 4 snap 
fasteners enables visual control of secure clipping 
in of the gear tray into the trunking.

Optical systems
Surface of lens optic is flat for uniform light distri-
bution and homogeneous illumination of light emis-
sion aperture. The flat surface simplifies cleaning 
the luminaire.
7650 DA··· With double asymmetric light distribu-
tion.

LED system
LED system consists of 1 row with 5 LED segments. 
Each segment has 33 Mid Power LEDs in 3 rows, 
each with 11 LEDs. Luminaire luminous flux 
13,000 lm, connected load 105 watts, luminous 
efficiency of luminaire up to 120 lm/W. Colour 
rendering index Ra > 80, specific parameters for 
specification of LED service life: L85, ambient 
temperature (tq) 35 °C, service life 50,000 operating 
hours.
···-8··· Colour rendering index Ra > 80.
···30··· Light colour warm white (ww), 
colour temperature 3,000 K.
···40··· Light colour neutral white (nw), 
colour temperature 4,000 K.
···65··· Light colour daylight white (dw), 
colour temperature 6,500 K.

Luminaire body
Gear tray of aluminium. Dimensions (L x W)
1,475 mm x 63 mm, luminaire height 72 mm.
Dimensions correspond to gear tray use
in combination with a trunking profile.
7650··· White.
7650 M··· Silver-grey.

Electrical version
···ET··· With control gear unit, switchable.
···ETDD··· With control gear unit, 
digitally dimmable (DALI).
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Reference TOC ⋅⋅⋅ET ⋅⋅⋅ETDD Lamps/luminaire Connected Dimensions ≈kg

luminous flux load L x W x H (mm)
Gear tray, double asymmetric distribution
White
7650 G2 DA LED 13000-865∙∙∙ 68 366∙∙∙ ∙∙∙40 ∙∙∙51 LED 12,600 lm 105 W 1,475 x 63 x 72 2.5
7650 G2 DA LED 13000-840∙∙∙ 68 368∙∙∙ ∙∙∙40 ∙∙∙51 LED 12,600 lm 105 W 1,475 x 63 x 72 2.5
7650 G2 DA LED 13000-830∙∙∙ 68 370∙∙∙ ∙∙∙40 ∙∙∙51 LED 11,600 lm 105 W 1,475 x 63 x 72 2.5
Silver-grey
7650 G2 M-DA LED 13000-865∙∙∙ 68 367∙∙∙ ∙∙∙40 ∙∙∙51 LED 12,600 lm 105 W 1,475 x 63 x 72 2.5
7650 G2 M-DA LED 13000-840∙∙∙ 68 369∙∙∙ ∙∙∙40 ∙∙∙51 LED 12,600 lm 105 W 1,475 x 63 x 72 2.5
7650 G2 M-DA LED 13000-830∙∙∙ 68 371∙∙∙ ∙∙∙40 ∙∙∙51 LED 11,600 lm 105 W 1,475 x 63 x 72 2.5
A supplementary blank piece is needed for refurbishing obsolete T8 systems. This must be ordered separately.
White: 07650 B/L55, TOC 62 215 00; silver grey: 07650 M-B/L55, TOC 62 216 00.

IK06/1.0 J  650 °C

http://trilux.com/TOC/6836640
http://trilux.com/TOC/6836651
http://trilux.com/TOC/6836840
http://trilux.com/TOC/6836851
http://trilux.com/TOC/6837040
http://trilux.com/TOC/6837051
http://trilux.com/TOC/6836740
http://trilux.com/TOC/6836751
http://trilux.com/TOC/6836940
http://trilux.com/TOC/6836951
http://trilux.com/TOC/6837140
http://trilux.com/TOC/6837151
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7650 A LED···

C0 -C180C0-C180

63

63

Gear tray 7650 A, asymmetric distribution

Applications
Production areas, halls, storage rooms, trade fair 
and exhibition halls, sales areas, workshops. The 
LED gear tray as double asymmetric light distribu-
tion version is especially suitable for the illumina-
tion of goods shelves in sales and storage areas.

Mounting method
For E-Line T5N/LED or T8 universal trunking, T5 
appli cations ···35-··· (1,475 mm), T8 applications 
···58-··· (1,530 mm) with L55 blanking cover. Blank-
ing cover available as accessory, to be ordered sep-
arately, for length compensation with T8 upgrade 
applications. Fixing to trunking with tool-free stain-
less steel snap fasteners. The design of the 4 snap 
fasteners enables visual control of secure clipping 
in of the gear tray into the trunking.

Optical systems
Surface of lens optic is flat for uniform light distri-
bution and homogeneous illumination of light emis-
sion aperture. The flat surface simplifies cleaning 
the luminaire.
7650 A··· With single asymmetric light distribution.

LED system
LED system consists of 5 LED segments. 
Each segment has 33 Mid Power LEDs in 3 rows, 
each with 11 LEDs. Service life 50,000 hours, 
LED degradation L85.
···4000··· Ambient temperature (tq) 50 °C.
···5500··· Ambient temperature (tq) 45 °C.
···-8··· Colour rendering index Ra > 80.
···30··· Light colour warm white (ww), 
colour temperature 3,000 K.
···40··· Light colour neutral white (nw), 
colour temperature 4,000 K.
···65··· Light colour daylight white (dw), 
colour temperature 6,500 K.

Luminaire body
Gear tray of sheet steel, dimensions (L x W) 
1,475 mm x 63 mm, 75 mm, maximum width via 
catches.
7650··· White.
7650 M··· Silver-grey.
7650···05 Black.

Electrical version
···ET··· With control gear unit, switchable.
···ETDD··· With control gear unit, 
digitally dimmable (DALI).
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Reference TOC ⋅⋅⋅ET ⋅⋅⋅ETDD Lamps/luminaire Connected Dimensions ≈kg

luminous flux load L x W x H (mm)
Gear tray, single asymmetric distribution
White
7650 A LED 4000-865∙∙∙ 68 392∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,300 lm 26 W 1,475 x 63 x 63 1.9
7650 A LED 4000-840∙∙∙ 67 727∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,300 lm 26 W 1,475 x 63 x 63 1.9
7650 A LED 4000-830∙∙∙ 67 729∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,100 lm 26 W 1,475 x 63 x 63 1.9
7650 A LED 5500-865∙∙∙ 68 394∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,700 lm 35 W 1,475 x 63 x 63 1.9
7650 A LED 5500-840∙∙∙ 67 731∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,700 lm 35 W 1,475 x 63 x 63 1.9
7650 A LED 5500-830∙∙∙ 67 733∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,400 lm 35 W 1,475 x 63 x 63 1.9
Silver-grey
7650 M-A LED 4000-865∙∙∙ 68 393∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,300 lm 26 W 1,475 x 63 x 63 1.9
7650 M-A LED 4000-840∙∙∙ 67 728∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,300 lm 26 W 1,475 x 63 x 63 1.9
7650 M-A LED 4000-830∙∙∙ 67 730∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,100 lm 26 W 1,475 x 63 x 63 1.9
7650 M-A LED 5500-865∙∙∙ 68 395∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,700 lm 35 W 1,475 x 63 x 63 1.9
7650 M-A LED 5500-840∙∙∙ 67 732∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,700 lm 35 W 1,475 x 63 x 63 1.9
7650 M-A LED 5500-830∙∙∙ 67 734∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,400 lm 35 W 1,475 x 63 x 63 1.9
Black
7650 A LED 4000-840∙∙∙05 69 576∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,300 lm 26 W 1,475 x 63 x 63 1.9
7650 A LED 4000-830∙∙∙05 69 577∙∙∙ ∙∙∙40 ∙∙∙51 LED 4,100 lm 26 W 1,475 x 63 x 63 1.9
7650 A LED 5500-840∙∙∙05 69 578∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,700 lm 35 W 1,475 x 63 x 63 1.9
7650 A LED 5500-830∙∙∙05 69 579∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,400 lm 35 W 1,475 x 63 x 63 1.9
A supplementary blank piece is needed for refurbishing obsolete T8 systems. This must be ordered separately.
White: 07650 B/L55, TOC 62 215 00; silver grey: 07650 M-B/L55, TOC 62 216 00.
Asymmetric distribution gear trays cannot be combined with our Flex370 trunking/Flex cables. 

IK04/0.5 J  650 °C

http://trilux.com/TOC/6839240
http://trilux.com/TOC/6839251
http://trilux.com/TOC/6772740
http://trilux.com/TOC/6772751
http://trilux.com/TOC/6772940
http://trilux.com/TOC/6772951
http://trilux.com/TOC/6839440
http://trilux.com/TOC/6839451
http://trilux.com/TOC/6773140
http://trilux.com/TOC/6773151
http://trilux.com/TOC/6773340
http://trilux.com/TOC/6773351
http://trilux.com/TOC/6839340
http://trilux.com/TOC/6839351
http://trilux.com/TOC/6772840
http://trilux.com/TOC/6772851
http://trilux.com/TOC/6773040
http://trilux.com/TOC/6773051
http://trilux.com/TOC/6839540
http://trilux.com/TOC/6839551
http://trilux.com/TOC/6773240
http://trilux.com/TOC/6773251
http://trilux.com/TOC/6773440
http://trilux.com/TOC/6773451
http://trilux.com/TOC/6957640
http://trilux.com/TOC/6957651
http://trilux.com/TOC/6957740
http://trilux.com/TOC/6957751
http://trilux.com/TOC/6957840
http://trilux.com/TOC/6957851
http://trilux.com/TOC/6957940
http://trilux.com/TOC/6957951
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7650 B19 LED···

C0-C180

63

63

Gear tray 7650 B19 (UGR < 19), VDU workstation-compliant

Applications
Factories, halls, warehouses, trade fair and exhi-
bition spaces, production locations, sales areas, 
workshops, offices, eduction, conference rooms, 
libraries.

Mounting method
For E-Line T5N/LED or T8 universal trunking, 
T5 applications ···35-··· (1,475 mm), T8 applica-
tions ···58-··· (1,530 mm) with L55 blanking cover. 
Blanking cover available as accessory, to be ordered 
separately, for length compensation with T8 up-
grade applications. Fixing to trunking with tool-free 
stainless steel snap fasteners. The design of the 
4 snap fasteners enables visual control of secure 
clipping in of the gear tray into the trunking.

Optical systems
Optical system consists of a PMMA refractor-re-
flector system with centrally integrated high power 
LEDs. With micro louvre for good glare reduction. 
With symmetric wide light distribution. Suitable 
for VDU workstations according to EN 12464-1 via 
limited luminance L <= 1,500 cd/m² for beam angle 
above 65° all-round. 
7650 B19··· With symmetric wide light distribution.

LED system
LED system consists of 5 LED segments. 
Each segment has 33 Mid Power LEDs in 3 rows, 
each with 11 LEDs. Service life 50,000 hours, 
LED degradation L85.
···3500··· Ambient temperature (tq) 35 °C. 
···5000··· Ambient temperature (tq) 35 °C. 
···8··· Colour rendering index Ra > 80.
···30··· Light colour warm white (ww), 
colour temperature 3,000 K.
···40··· Light colour neutral white (nw), 
colour temperature 4,000 K.

Luminaire body
Gear tray of sheet steel, dimensions (L x W) 
1,475 mm x 63 mm, 75 mm, maximum width via 
catches. 
7650··· White.
7650 M··· Silver-grey.

Electrical version
···ET··· With control gear unit, switchable. 
···ETDD··· With control gear unit, 
digitally dimmable (DALI).
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Reference TOC ⋅⋅⋅ET ⋅⋅⋅ETDD Lamps/luminaire Connected Dimensions ≈kg

luminous flux load L x W x H (mm)
Gear tray, VDU workstation-compliant
White
7650 B19 LED 3500-840∙∙∙ 67 735∙∙∙ ∙∙∙40 ∙∙∙51 3,900 lm 26 W 1,475 x 63 x 63 1.9
7650 B19 LED 3500-830∙∙∙ 67 737∙∙∙ ∙∙∙40 ∙∙∙51 3,700 lm 26 W 1,475 x 63 x 63 1.9
7650 B19 LED 5000-840∙∙∙ 67 739∙∙∙ ∙∙∙40 ∙∙∙51 5,000 lm 35 W 1,475 x 63 x 63 1.9
7650 B19 LED 5000-830∙∙∙ 67 741∙∙∙ ∙∙∙40 ∙∙∙51 4,800 lm 35 W 1,475 x 63 x 63 1.9
Silver-grey
7650 M-B19 LED 3500-840∙∙∙ 67 736∙∙∙ ∙∙∙40 ∙∙∙51 3,900 lm 26 W 1,475 x 63 x 63 1.9
7650 M-B19 LED 3500-830∙∙∙ 67 738∙∙∙ ∙∙∙40 ∙∙∙51 3,700 lm 26 W 1,475 x 63 x 63 1.9
7650 M-B19 LED 5000-840∙∙∙ 67 740∙∙∙ ∙∙∙40 ∙∙∙51 5,000 lm 35 W 1,475 x 63 x 63 1.9
7650 M-B19 LED 5000-830∙∙∙ 67 742∙∙∙ ∙∙∙40 ∙∙∙51 4,800 lm 35 W 1,475 x 63 x 63 1.9
A supplementary blank piece is needed for refurbishing obsolete T8 systems. This must be ordered separately.
White: 07650 B/L55, TOC 62 215 00; silver grey: 07650 M-B/L55, TOC 62 216 00.

IK06/1.0 J  650 °C

http://trilux.com/TOC/6773540
http://trilux.com/TOC/6773551
http://trilux.com/TOC/6773740
http://trilux.com/TOC/6773751
http://trilux.com/TOC/6773940
http://trilux.com/TOC/6773951
http://trilux.com/TOC/6774140
http://trilux.com/TOC/6774151
http://trilux.com/TOC/6773640
http://trilux.com/TOC/6773651
http://trilux.com/TOC/6773840
http://trilux.com/TOC/6773851
http://trilux.com/TOC/6774040
http://trilux.com/TOC/6774051
http://trilux.com/TOC/6774240
http://trilux.com/TOC/6774251
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C0-C180

C0-C180

C0-C180

7650 Mirona Fit LED···

87

63

126

30

319

1475

209 419 319 209

Applications
Factories, halls, warehouses, trade fair and 
exhibition spaces, production locations, sales 
areas, workshops.

Mounting method
For E-Line T5N/LED or T8 universal trunking, 
T5 applications ···35-··· (1,475 mm), T8 applica-
tions ···58-··· (1,530 mm) with L55 blanking cover. 
Blanking cover available as accessory, to be ordered 
separately, for length compensation with T8 up-
grade applications. Fixing to trunking with tool-free 
stainless steel snap fasteners. The design of the 
4 snap fasteners enables visual control of secure 
clipping in of the gear tray into the trunking.

Optical systems
Optical system consists of a PC lens optic.
···B··· With symmetric wide light distribution.
···TB··· With symmetric narrow-wide light 
distribution.
···T··· With symmetric narrow light distribution.

LED system
LED system consists of 2 LED modules mounted 
to aluminium support. Service life 50,000 hours, 
LED degradation L85.
···13000··· Ambient temperature (tq) 45 °C.
···20000··· Ambient temperature (tq) 45 °C.
···8··· Colour rendering index Ra > 80.
···40··· Light colour neutral white (nw), 
colour temperature 4,000 K.

Luminaire body
Sheet steel gear tray, dimensions (L x W) 
1,475 mm x 126 mm, luminaire height 87 mm.
7650··· White.

Electrical version
···ET··· With control gear unit, switchable.
···ETDD··· With control gear unit, 
digitally dimmable (DALI).

Gear tray 7650 Mirona Fit, wide, narrow wide and narrow distribution
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Reference TOC ⋅⋅⋅ET ⋅⋅⋅ETDD Lamps/luminaire Connected Dimensions ≈kg

luminous flux load L x W x H (mm)
E-Line LED 7650 Mirona Fit gear tray, wide distribution
White
7650 Mirona Fit B LED 13000-840∙∙∙ 69 241∙∙∙ ∙∙∙40 ∙∙∙51 LED 12,500 lm 87 W 1,475 x 126 x 87 3.1
7650 Mirona Fit B LED 20000-840∙∙∙ 69 242∙∙∙ ∙∙∙40 ∙∙∙51 LED 18,200 lm 130 W 1,475 x 126 x 87 3.1
E-Line LED 7650 Mirona gear tray, narrow wide distribution
White
7650 Mirona Fit TB LED 13000-840∙∙∙ 69 248∙∙∙ ∙∙∙40 ∙∙∙51 LED 13,000 lm 87 W 1,475 x 126 x 87 3.1
7650 Mirona Fit TB LED 20000-840∙∙∙ 69 247∙∙∙ ∙∙∙40 ∙∙∙51 LED 19,000 lm 130 W 1,475 x 126 x 87 3.1
E-Line LED 7650 Mirona Fit gear tray, narrow distribution
White
7650 Mirona Fit T LED 13000-840∙∙∙ 69 245∙∙∙ ∙∙∙40 ∙∙∙51 LED 13,000 lm 87 W 1,475 x 126 x 87 3.1
7650 Mirona Fit T LED 20000-840∙∙∙ 69 244∙∙∙ ∙∙∙40 ∙∙∙51 LED 19,000 lm 130 W 1,475 x 126 x 87 3.1
A supplementary blank piece is needed for refurbishing obsolete T8 systems. This must be ordered separately.
White: 07650 B/L55, TOC 62 215 00; silver grey: 07650 M-B/L55, TOC 62 216 00.
Mirona Fit gear trays cannot be combined with our Flex370 trunking/Flex cables.

IK08/5.0 J  850 °C

Special accessories are required for IP50 protection rating, see page 70.

http://trilux.com/TOC/6924140
http://trilux.com/TOC/6924151
http://trilux.com/TOC/6924240
http://trilux.com/TOC/6924251
http://trilux.com/TOC/6924840
http://trilux.com/TOC/6924851
http://trilux.com/TOC/6924740
http://trilux.com/TOC/6924751
http://trilux.com/TOC/6924540
http://trilux.com/TOC/6924551
http://trilux.com/TOC/6924440
http://trilux.com/TOC/6924451
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7650 OT LED···

C0-C180

Gear tray 7650 OT, Lambertian distribution

Applications
Factories, halls, warehouses, trade fair and 
exhibition spaces, production locations, sales 
areas, workshops.

Mounting methods
For TRILUX E-Line T5N/LED or T8 universal 
trunking, T5 applications ···35-··· (1,475 mm), T8 
applications ···58-··· (1,530 mm) with L55 blanking 
cover. Blanking cover available as accessory, to be 
ordered separately, for length compensation with 
T8 upgrade applications. Fixing to trunking with 
tool-free stainless steel snap fasteners. The design 
of the 4 snap fasteners enables visual control of 
secure clipping in of the gear tray into the trunking.

Optical system
Optical system consists of a translucent PMMA cov-
er with high transmission factor. With mainly direct 
light distribution. With slight indirect component for 
decorative surface illumination (13 %).
7650 OT··· With translucent PMMA cover.

LED system
Specific parameters for defining LED service life: 
L85, ambient temperature (tq) 35 °C, service life 
50,000 operating hours.
···4000··· Ambient temperature (tq) 35 °C.
···5500··· Ambient temperature (tq) 35 °C.
···-8··· Colour rendering index Ra > 80.
···30··· Light colour warm white (ww), 
colour temperature 3,000 K.
···40··· Light colour neutral white, 
colour temperature 4,000 K.
···65··· Light colour daylight white (dw), 
colour temperature 6,500 K.

Luminaire body
Gear tray of sheet steel, dimensions (L x W) 
1,475 mm x 66 mm, 75 mm, maximum width via 
catches.
7650··· White.
7650 M··· Silver-grey.

Electrical version
···ET··· With control gear unit, switchable.
···ETDD··· With control gear unit, 
digitally dimmable (DALI).

Supplementary equipment
···EB3 In emergency light version with individual 
battery system, nominal operation time 3 hours. 
Luminaire luminous flux 800 lm in emergency light 
operating mode.
···UR With switching relay for central safety- or 
emergency power supply systems. With active cen-
tral emergency supply, 100 % of nominal luminaire 
luminous flux is generated.
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Reference TOC ⋅⋅⋅ET ⋅⋅⋅ETDD Lamps/luminaire Connected Dimensions ≈kg

luminous flux load L x W x H (mm)
OT gear tray, Lambertian distribution
White
7650 OT LED 4000-865∙∙∙ 68 372∙∙∙ ∙∙∙40 – LED 3,900 lm 27 W 1,475 x 63 x 90 2.1
7650 OT LED 4000-840∙∙∙ 63 959∙∙∙ ∙∙∙40 – LED 3,900 lm 27 W 1,475 x 63 x 90 2.1
7650 OT LED 4000-830∙∙∙ 63 960∙∙∙ ∙∙∙40 – LED 3,700 lm 27 W 1,475 x 63 x 90 2.1
7650 OT LED 5500-865∙∙∙ 68 374 ∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 40 W 1,475 x 63 x 90 2.1
7650 OT LED 5500-840∙∙∙ 63 971∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 40 W 1,475 x 63 x 90 2.1
7650 OT LED 5500-830∙∙∙ 63 972∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,500 lm 40 W 1,475 x 63 x 90 2.1
Silver-grey
7650 M-OT LED 4000-865∙∙∙ 68 373∙∙∙ ∙∙∙40 – LED 3,900 lm 27 W 1,475 x 63 x 90 2.1
7650 M-OT LED 4000-840∙∙∙ 63 961∙∙∙ ∙∙∙40 – LED 3,900 lm 27 W 1,475 x 63 x 90 2.1
7650 M-OT LED 4000-830∙∙∙ 63 962∙∙∙ ∙∙∙40 – LED 3,700 lm 27 W 1,475 x 63 x 90 2.1
7650 M-OT LED 5500-865∙∙∙ 68 375∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 40 W 1,475 x 63 x 90 2.1
7650 M-OT LED 5500-840∙∙∙ 63 973∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 40 W 1,475 x 63 x 90 2.1
7650 M-OT LED 5500-830∙∙∙ 63 974∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,500 lm 40 W 1,475 x 63 x 90 2.1
OT gear tray with Lambertian distribution with individual battery supply for constant operation*
White 
7650 OT LED 4000-840∙∙∙EB3 63 963∙∙∙ ∙∙∙40 – LED 3,900 lm 32 W 1,475 x 63 x 90 2.6
7650 OT LED 4000-830∙∙∙EB3 63 964∙∙∙ ∙∙∙40 – LED 3,700 lm 32 W 1,475 x 63 x 90 2.6
7650 OT LED 5500-840∙∙∙EB3 63 975∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 45 W 1,475 x 63 x 90 2.6
7650 OT LED 5500-830∙∙∙EB3 63 976∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,500 lm 45 W 1,475 x 63 x 90 2.6
Silver-grey
7650 M-OT LED 4000-840∙∙∙EB3 63 965∙∙∙ ∙∙∙40 – LED 3,900 lm 32 W 1,475 x 63 x 90 2.6
7650 M-OT LED 4000-830∙∙∙EB3 63 966∙∙∙ ∙∙∙40 – LED 3,700 lm 32 W 1,475 x 63 x 90 2.6
7650 M-OT LED 5500-840∙∙∙EB3 63 977∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 45 W 1,475 x 63 x 90 2.6
7650 M-OT LED 5500-830∙∙∙EB3 63 978∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,500 lm 45 W 1,475 x 63 x 90 2.6
OT gear tray with Lambertian distribution with switching relay for constant operation*
White 
7650 OT LED 4000-840∙∙∙UR 63 967∙∙∙ ∙∙∙40 – LED 3,900 lm 28 W 1,475 x 63 x 90 2.2
7650 OT LED 4000-830∙∙∙UR 63 968∙∙∙ ∙∙∙40 – LED 3,700 lm 28 W 1,475 x 63 x 90 2.2
7650 OT LED 5500-840∙∙∙UR 63 979∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 41 W 1,475 x 63 x 90 2.2
7650 OT LED 5500-830∙∙∙UR 63 980∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,500 lm 41 W 1,475 x 63 x 90 2.2
Silver-grey
7650 M-OT LED 4000-840∙∙∙UR 63 969∙∙∙ ∙∙∙40 – LED 3,900 lm 28 W 1,475 x 63 x 90 2.2
7650 M-OT LED 4000-830∙∙∙UR 63 970∙∙∙ ∙∙∙40 – LED 3,700 lm 28 W 1,475 x 63 x 90 2.2
7650 M-OT LED 5500-840∙∙∙UR 63 981∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 41 W 1,475 x 63 x 90 2.2
7650 M-OT LED 5500-830∙∙∙UR 63 982∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,500 lm 41 W 1,475 x 63 x 90 2.2
A supplementary blank piece is needed for refurbishing obsolete T8 systems. This must be ordered separately.
White: 07650 B/L55, TOC 62 215 00; silver grey: 07650 M-B/L55, TOC 62 216 00.
*with the combination DALI + emergency light (EB and UR), special trunking (7LV + 5LV) must be used.
Emergency light gear trays cannot be combined with our Flex370 trunking/Flex cables.
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http://trilux.com/TOC/6837240
http://trilux.com/TOC/6395940
http://trilux.com/TOC/6396040
http://trilux.com/TOC/6837440
http://trilux.com/TOC/6837451
http://trilux.com/TOC/6397140
http://trilux.com/TOC/6397151
http://trilux.com/TOC/6397240
http://trilux.com/TOC/6397251
http://trilux.com/TOC/6837340
http://trilux.com/TOC/6396140
http://trilux.com/TOC/6396240
http://trilux.com/TOC/6837540
http://trilux.com/TOC/6837551
http://trilux.com/TOC/6397340
http://trilux.com/TOC/6397351
http://trilux.com/TOC/6397440
http://trilux.com/TOC/6397451
http://trilux.com/TOC/6396340
http://trilux.com/TOC/6396440
http://trilux.com/TOC/6397540
http://trilux.com/TOC/6397551
http://trilux.com/TOC/6397640
http://trilux.com/TOC/6397651
http://trilux.com/TOC/6396540
http://trilux.com/TOC/6396640
http://trilux.com/TOC/6397740
http://trilux.com/TOC/6397751
http://trilux.com/TOC/6397840
http://trilux.com/TOC/6397851
http://trilux.com/TOC/6396740
http://trilux.com/TOC/6396840
http://trilux.com/TOC/6397940
http://trilux.com/TOC/6397951
http://trilux.com/TOC/6398040
http://trilux.com/TOC/6398051
http://trilux.com/TOC/6396940
http://trilux.com/TOC/6397040
http://trilux.com/TOC/6398140
http://trilux.com/TOC/6398151
http://trilux.com/TOC/6398240
http://trilux.com/TOC/6398251
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C0-C180

Gear tray 7650 OTR, Lambertian distribution

Applications
Factories, halls, warehouses, trade fair and 
exhibition spaces, production locations, sales 
areas, workshops.

Mounting methods
For TRILUX E-Line T5N/LED or T8 universal 
trunking, T5 applications ···35-··· (1,475 mm), T8 
applications ···58-··· (1,530 mm) with L55 blanking 
cover. Blanking cover available as accessory, to be 
ordered separately, for length compensation with 
T8 upgrade applications. Fixing to trunking with 
tool-free stainless steel snap fasteners. The design 
of the 4 snap fasteners enables visual control of 
secure clipping in of the gear tray into the trunking.

Optical system
Optical system consists of a translucent PMMA cov-
er with high transmission factor. With mainly direct 
light distribution. With slight indirect component for 
decorative surface illumination (13 %).
7650 OTR··· With translucent PMMA cover, 
rectangular.

LED system
Specific parameters for defining LED service life: 
L85, ambient temperature (tq) 35 °C, service life 
50,000 operating hours.
···4000··· Ambient temperature (tq) 35 °C.
···5500··· Ambient temperature (tq) 35 °C.
···-8··· Colour rendering index Ra > 80.
···30··· Light colour warm white (ww), 
colour temperature 3,000 K.
···40··· Light colour neutral white, 
colour temperature 4,000 K.
···65··· Light colour daylight white (dw), 
colour temperature 6,500 K.

Luminaire body
Gear tray of sheet steel, dimensions (L x W) 
1,475 mm x 66 mm, 75 mm, maximum width via 
catches.
7650··· White.
7650 M··· Silver-grey.

Electrical version
···ET··· With control gear unit, switchable.
···ETDD··· With control gear unit, 
digitally dimmable (DALI).

Supplementary equipment
···EB3 In emergency light version with individual 
battery system, nominal operation time 3 hours. 
Luminaire luminous flux 800 lm in emergency light 
operating mode.
···UR With switching relay for central safety- or 
emergency power supply systems. With active cen-
tral emergency supply, 100 % of nominal luminaire 
luminous flux is generated.
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Reference TOC ⋅⋅⋅ET ⋅⋅⋅ETDD Lamps/luminaire Connected Dimensions ≈kg

luminous flux load L x W x H (mm)
OTR gear tray, Lambertian distribution
White
7650 OTR LED 4000-865∙∙∙ 68 376∙∙∙ ∙∙∙40 – LED 3,900 lm 27 W 1,475 x 63 x 90 2.1
7650 OTR LED 4000-840∙∙∙ 68 119∙∙∙ ∙∙∙40 – LED 3,900 lm 27 W 1,475 x 63 x 90 2.1
7650 OTR LED 4000-830∙∙∙ 68 120∙∙∙ ∙∙∙40 – LED 3,700 lm 27 W 1,475 x 63 x 90 2.1
7650 OTR LED 5500-865∙∙∙ 68 378∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 40 W 1,475 x 63 x 90 2.1
7650 OTR LED 5500-840∙∙∙ 68 131∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 40 W 1,475 x 63 x 90 2.1
7650 OTR LED 5500-830∙∙∙ 68 132∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,500 lm 40 W 1,475 x 63 x 90 2.1
Silver-grey
7650 M-OTR LED 4000-865∙∙∙ 68 377∙∙∙ ∙∙∙40 – LED 3,900 lm 27 W 1,475 x 63 x 90 2.1
7650 M-OTR LED 4000-840∙∙∙ 68 121∙∙∙ ∙∙∙40 – LED 3,900 lm 27 W 1,475 x 63 x 90 2.1
7650 M-OTR LED 4000-830∙∙∙ 68 122∙∙∙ ∙∙∙40 – LED 3,700 lm 27 W 1,475 x 63 x 90 2.1
7650 M-OTR LED 5500-865∙∙∙ 68 379 ∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 40 W 1,475 x 63 x 90 2.1
7650 M-OTR LED 5500-840∙∙∙ 68 133∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 40 W 1,475 x 63 x 90 2.1
7650 M-OTR LED 5500-830∙∙∙ 68 134∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,500 lm 40 W 1,475 x 63 x 90 2.1
OTR gear tray with Lambertian distribution with individual battery supply for constant operation*
White
7650 OTR LED 4000-840∙∙∙EB3 68 123∙∙∙ ∙∙∙40 – LED 3,900 lm 32 W 1,475 x 63 x 90 2.6
7650 OTR LED 4000-830∙∙∙EB3 68 124∙∙∙ ∙∙∙40 – LED 3,700 lm 32 W 1,475 x 63 x 90 2.6
7650 OTR LED 5500-840∙∙∙EB3 68 135∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 45 W 1,475 x 63 x 90 2.6
7650 OTR LED 5500-830∙∙∙EB3 68 136∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,500 lm 45 W 1,475 x 63 x 90 2.6
Silver-grey
7650 M-OTR LED 4000-840∙∙∙EB3 68 125∙∙∙ ∙∙∙40 – LED 3,900 lm 32 W 1,475 x 63 x 90 2.6
7650 M-OTR LED 4000-830∙∙∙EB3 68 126∙∙∙ ∙∙∙40 – LED 3,700 lm 32 W 1,475 x 63 x 90 2.6
7650 M-OTR LED 5500-840∙∙∙EB3 68 137∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 45 W 1,475 x 63 x 90 2.6
7650 M-OTR LED 5500-830∙∙∙EB3 68 138∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,500 lm 45 W 1,475 x 63 x 90 2.6
OTR gear tray with Lambertian distribution with switching relay for constant operation*
White
7650 OTR LED 4000-840∙∙∙UR 68 127∙∙∙ ∙∙∙40 – LED 3,900 lm 28 W 1,475 x 63 x 90 2.2
7650 OTR LED 4000-830∙∙∙UR 68 128∙∙∙ ∙∙∙40 – LED 3,700 lm 28 W 1,475 x 63 x 90 2.2
7650 OTR LED 5500-840∙∙∙UR 68 139∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 41 W 1,475 x 63 x 90 2.2
7650 OTR LED 5500-830∙∙∙UR 68 140∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,500 lm 41 W 1,475 x 63 x 90 2.2
Silver-grey
7650 M-OTR LED 4000-840∙∙∙UR 68 129∙∙∙ ∙∙∙40 – LED 3,900 lm 28 W 1,475 x 63 x 90 2.2
7650 M-OTR LED 4000-830∙∙∙UR 68 130∙∙∙ ∙∙∙40 – LED 3,700 lm 28 W 1,475 x 63 x 90 2.2
7650 M-OTR LED 5500-840∙∙∙UR 68 141∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,800 lm 41 W 1,475 x 63 x 90 2.2
7650 M-OTR LED 5500-830∙∙∙UR 68 142∙∙∙ ∙∙∙40 ∙∙∙51 LED 5,500 lm 41 W 1,475 x 63 x 90 2.2
A supplementary blank piece is needed for refurbishing obsolete T8 systems. This must be ordered separately.
White: 07650 B/L55, TOC 62 215 00; silver grey: 07650 M-B/L55, TOC 62 216 00.
*with the combination DALI + emergency light (EB and UR), special trunking (7LV + 5LV) must be used.
Emergency light gear trays cannot be combined with our Flex370 trunking/Flex cables.
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http://trilux.com/TOC/6837640
http://trilux.com/TOC/6811940
http://trilux.com/TOC/6812040
http://trilux.com/TOC/6837840
http://trilux.com/TOC/6837851
http://trilux.com/TOC/6813140
http://trilux.com/TOC/6813151
http://trilux.com/TOC/6813240
http://trilux.com/TOC/6813251
http://trilux.com/TOC/6837740
http://trilux.com/TOC/6812140
http://trilux.com/TOC/6812240
http://trilux.com/TOC/6837940
http://trilux.com/TOC/6837951
http://trilux.com/TOC/6813340
http://trilux.com/TOC/6813351
http://trilux.com/TOC/6813440
http://trilux.com/TOC/6813451
http://trilux.com/TOC/6812340
http://trilux.com/TOC/6812440
http://trilux.com/TOC/6813540
http://trilux.com/TOC/6813551
http://trilux.com/TOC/6813640
http://trilux.com/TOC/6813651
http://trilux.com/TOC/6812540
http://trilux.com/TOC/6812640
http://trilux.com/TOC/6813740
http://trilux.com/TOC/6813751
http://trilux.com/TOC/6813840
http://trilux.com/TOC/6813851
http://trilux.com/TOC/6812740
http://trilux.com/TOC/6812840
http://trilux.com/TOC/6813940
http://trilux.com/TOC/6813951
http://trilux.com/TOC/6814040
http://trilux.com/TOC/6814051
http://trilux.com/TOC/6812940
http://trilux.com/TOC/6813040
http://trilux.com/TOC/6814140
http://trilux.com/TOC/6814151
http://trilux.com/TOC/6814240
http://trilux.com/TOC/6814251
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PA-TB

PA-2

Gear tray 7650 with prismatic cover

Applications
Factories, halls, warehouses, trade fair and exhi-
bition spaces, production locations, sales areas, 
workshops, assembly areas, training facilities, 
schools.

Mounting methods
For E-Line T5N/LED or T8 universal trunking, T5 
applications ···35-··· (1,475 mm), T8 applications 
···58-··· (1,530 mm) with L55 blanking cover. Blank-
ing cover available as accessory, to be ordered sep-
arately, for length compensation with T8 upgrade 
applications. 
PA-TB Fixing to trunking with tool-free stainless 
steel snap fasteners. The design of the 4 snap 
fasteners enables visual control of secure clipping 
in of the gear tray into the trunking.
PA-2 Mounting to trunking via rotary catches.

Optical system
PA-TB Optical system consists of an impact-re-
sistant, prismatic PMMA cover with high rupture 
resistance and high transmission factor. With main-
ly direct, narrow wide light distribution. With slight 
indirect component for decorative surface illumina-
tion (8 %). Direct glare limitation in accordance with 
UGR < 25. 
PA-2 Optical system consists of an impact-resist-
ant, prismatic PMMA cover with high transmission 
factor With symmetric wide light distribution, 
direct-indirect with blue film (82 %/18 %) or clear 
film (72 %/28 %). Diffuser with convex rounded 
form. With photometrically effective prisms to direct 
light primarily onto the working plane. Uniform 
illumination of the work surroundings. Suitable for 
applications with high glare control requirements 
(UGR I/q = 17.7/19.4).
7650···FB Indirect component is tinted via a blue 
film. Light colour of indirect component 5,200 K.

LED system
PA-TB LED system consists of 3 LED segments. 
168 mid-power LEDs in one row per segment. 
Service life 50,000 hours, LED degradation L85.
···5500··· Ambient temperature (tq) 45 °C.
···6500··· Ambient temperature (tq) 40 °C.
···8000··· Ambient temperature (tq) 35 °C.
···8··· Colour rendering index Ra > 80.
···40··· Light colour neutral white (nw), 
colour temperature 4,000 K.
···65··· Light colour daylight white (dw), 
colour temperature 6,500 K.

PA-2 LED system consists of 5 LED segments. 
Per segment with 33 mid-power LEDs in 3 rows,
each row with 11 LEDs. Service life 50,000 hours, 
LED degradation L85.
···4000··· Ambient temperature (tq) 45 °C.
···5500··· Ambient temperature (tq) 40 °C.
···6500··· Ambient temperature (tq) 35 °C.
···8000··· Ambient temperature (tq) 45 °C.
···8··· Colour rendering index Ra > 80.
···40··· Light colour neutral white (nw), 
colour temperature 4,000 K.
···65··· Light colour daylight white (dw), 
colour temperature 6,500 K.

Luminaire body
Gear tray of extruded aluminium with extremely 
hard, scratch-resistant surface, colour white. 
PA-TB Dimensions (L x W) 1,475 mm x 75 mm, 
luminaire height 87 mm.
PA-2 Dimensions (L x W) 1,475 mm x 204 mm, 
luminaire height 127 mm.
Dimensions correspond to gear tray use 
in combination with a trunking unit.

Electrical version
···ETDD··· With control gear unit, 
digitally dimmable (DALI).
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Reference TOC ⋅⋅⋅ETDD Lamps/luminaire Connected Dimensions ≈kg

luminous flux load L x W x H (mm)
7650 G2 PA-TB E-Line LED gear tray, narrow wide distribution with prismatic cover
White
7650 G2 PA-TB LED 5500-865··· 69 928∙∙∙ ∙∙∙51 5,500 lm 35 W 1,475 x 75 x 87 2.4
7650 G2 PA-TB LED 5500-840··· 69 927∙∙∙ ∙∙∙51 5,500 lm 35 W 1,475 x 75 x 87 2.4
7650 G2 PA-TB LED 6500-865··· 69 929∙∙∙ ∙∙∙51 6,600 lm 41 W 1,475 x 75 x 87 2.4
7650 G2 PA-TB LED 6500-840··· 69 930∙∙∙ ∙∙∙51 6,600 lm 41 W 1,475 x 75 x 87 2.4
7650 G2 PA-TB LED 8000-865··· 69 931∙∙∙ ∙∙∙51 8,200 lm 52 W 1,475 x 75 x 87 2.4
7650 G2 PA-TB LED 8000-840··· 69 932∙∙∙ ∙∙∙51 8,200 lm 52 W 1,475 x 75 x 87 2.4

IK06/1,0 J  650 °C

7650 PA-2 E-Line LED gear tray, wide distribution with prismatic cover
White with clear indirect component
7650 PA-2 LED 4000-865··· 69 320∙∙∙ ∙∙∙51 4,000 lm 33 W 1,475 x 204 x 127 4.1
7650 PA-2 LED 4000-840··· 69 321∙∙∙ ∙∙∙51 4,000 lm 33 W 1,475 x 204 x 127 4.1
7650 PA-2 LED 5500-865··· 69 322∙∙∙ ∙∙∙51 5,500 lm 45 W 1,475 x 204 x 127 4.1
7650 PA-2 LED 5500-840··· 69 323∙∙∙ ∙∙∙51 5,500 lm 45 W 1,475 x 204 x 127 4.1
7650 PA-2 LED 6500-865··· 69 324∙∙∙ ∙∙∙51 6,500 lm 55 W 1,475 x 204 x 127 4.1
7650 PA-2 LED 6500-840··· 69 325∙∙∙ ∙∙∙51 6,500 lm 55 W 1,475 x 204 x 127 4.1
7650 PA-2 LED 8000-865··· 69 326∙∙∙ ∙∙∙51 8,100 lm 67 W 1,475 x 204 x 127 4.1
7650 PA-2 LED 8000-840··· 69 327∙∙∙ ∙∙∙51 8,100 lm 67 W 1,475 x 204 x 127 4.1
White with blue indirect component 
7650 PA-2 LED 4000-865···FB 69 328∙∙∙ ∙∙∙51 4,100 lm 37 W 1,475 x 204 x 127 4.1
7650 PA-2 LED 4000-840···FB 69 329∙∙∙ ∙∙∙51 4,100 lm 37 W 1,475 x 204 x 127 4.1
7650 PA-2 LED 5500-865···FB 69 330∙∙∙ ∙∙∙51 5,600 lm 51 W 1,475 x 204 x 127 4.1
7650 PA-2 LED 5500-840···FB 69 331∙∙∙ ∙∙∙51 5,600 lm 51 W 1,475 x 204 x 127 4.1
7650 PA-2 LED 6500-865···FB 69 332∙∙∙ ∙∙∙51 6,500 lm 59 W 1,475 x 204 x 127 4.1
7650 PA-2 LED 6500-840···FB 69 333∙∙∙ ∙∙∙51 6,500 lm 59 W 1,475 x 204 x 127 4.1
7650 PA-2 LED 8000-865···FB 69 334∙∙∙ ∙∙∙51 8,000 lm 77 W 1,475 x 204 x 127 4.1
7650 PA-2 LED 8000-840···FB 69 335∙∙∙ ∙∙∙51 8,000 lm 77 W 1,475 x 204 x 127 4.1
A supplementary blank piece is needed for refurbishing obsolete T8 systems. This must be ordered separately.
White: 07650 B/L55, TOC 62 215 00; silver grey: 07650 M-B/L55, TOC 62 216 00.

IK08/5.0 J  650 °C

http://trilux.com/TOC/6992851
http://trilux.com/TOC/6992751
http://trilux.com/TOC/6992951
http://trilux.com/TOC/6993051
http://trilux.com/TOC/6993151
http://trilux.com/TOC/6993251
http://trilux.com/TOC/6932051
http://trilux.com/TOC/6932151
http://trilux.com/TOC/6932251
http://trilux.com/TOC/6932351
http://trilux.com/TOC/6932451
http://trilux.com/TOC/6932551
http://trilux.com/TOC/6932651
http://trilux.com/TOC/6932751
http://trilux.com/TOC/6932851
http://trilux.com/TOC/6932951
http://trilux.com/TOC/6933051
http://trilux.com/TOC/6933151
http://trilux.com/TOC/6933251
http://trilux.com/TOC/6933351
http://trilux.com/TOC/6933451
http://trilux.com/TOC/6933551
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7650 AD···

63 800/35 W

52

3-circuit track module

Applications
For accent lighting. For mounting of spotlights in 
sales rooms, exhibition spaces, museums, recepti-
on halls, conference rooms and trade fair halls.

3-circuit track module AD
Sheet steel, white, with integrated 3-circuit track 
for euro adapter, utilisable track length 800 mm 
(7650 AD/35). Fixing to trunking with tool-free 
stainless steel snap fasteners. 

Maximum total weight of spots fixed to track 
module: 10 kg.
7650··· White.
7650 M··· Silver-grey.
7650···05 Black.

Electrical connection
Self-actuating with insertion of gear tray into the 
trunking. Lamp circuit connections can be set 
without tools to phase conductor.

Reference TOC Description L ≈kg
mm

Eutrac – 3-circuit track module
White 
7650 AD-35 59 191 00 Gear tray with length 1475 mm with integrated Eutrac track, white, 

for 3-circuit track adapter
1,475 1.8

7650 AD-35 DALI 69 744 00 Gear tray with length 1475 mm with integrated Eutrac track, white, 
only for Eutrac 3-circuit DALI track adapter

1,475 1.8

Silver 
7650 M-AD-35 59 192 00 Gear tray with length 1475 mm with integrated Eutrac track, silver-grey, 

for 3-circuit track adapter
1,475 1.8

7650 M-AD-35 DALI 69 745 00 Gear tray with length 1475 mm with integrated Eutrac track, silver-grey, 
only for Eutrac 3-circuit DALI track adapter

1,475 1.8

Black
7650 AD-35 05 69 594 00 Gear tray with length 1475 mm with integrated Eutrac track, black, 

for 3-circuit track adapter
1,475 1.8

7650 AD-35 DALI 05 69 595 00 Gear tray with length 1475 mm with integrated Eutrac track, black, only 
for Eutrac 3-circuit DALI track adapter

1,475 1.8

Nordic/Global – 3-circuit track module
White
7650 AD-35 NO 69 746 00 Gear tray with length 1475 mm with integrated Nordic/Global track, white, 

for 3-circuit track adapter
1,475 1.8

7650 AD-35 DALI NO 69 748 00 Gear tray with length 1475 mm with integrated Nordic/Global track, white, 
only for Nordic/Global 3-circuit DALI track adapter

1,475 1.8

Silver
7650 M-AD-35 NO 69 747 00 Gear tray with length 1475 mm with integrated Nordic/Global track, silver-grey, 

for 3-circuit track adapter
1,475 1.8

7650 M-AD-35 DALI NO 69 749 00 Gear tray with length 1475 mm with integrated Nordic/Global track, silver-grey, 
only for Nordic/Global 3-circuit DALI track adapter

1,475 1.8

Black
7650 AD-35 05 NO 69 596 00 Gear tray with length 1475 mm with integrated Nordic/Global track, black, 

for 3-circuit track adapter
1,475 1.8

7650 AD-35 DALI 05 NO 69 597 00 Gear tray with length 1475 mm with integrated Nordic/Global track, black, 
only for Nordic/Global 3-circuit DALI track adapter

1,475 1.8

Spotlights depicted in the image are not included in the scope of supply.
3-circuit track modules cannot be combined with the Flex370 trunking/Flex cables.
DALI track adapters can only be used with tracks from the same manufacturer.

http://trilux.com/TOC/5919100
http://trilux.com/TOC/6974400
http://trilux.com/TOC/5919200
http://trilux.com/TOC/6974500
http://trilux.com/TOC/6959400
http://trilux.com/TOC/6959500
http://trilux.com/TOC/6974600
http://trilux.com/TOC/6974800
http://trilux.com/TOC/6974700
http://trilux.com/TOC/6974900
http://trilux.com/TOC/6959600
http://trilux.com/TOC/6959700
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7650···IR QUATTRO HD
7650···IS 3360 MX Highbay

7650···IS 345 MX Highbay 7650···IR Micro
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www.trilux.com/eline-ledLiveLink light management

Reference TOC Description ≈kg

7650 +LLWM IR Micro 66 020 00 7650 +LLWM IR Micro: Gear tray with length 740 mm with integrated LiveLink controller 
and sensor unit, mounting height to 4 m

0.6

7650 +LLWS IR Micro 67 970 00 7650 +LLWS IR Micro gear tray with length 740 mm with integrated LiveLink sensor unit, 
mounting height to 4 m

0.5

7650 +LLWM IR QUATTRO HD 66 019 00 7650 +LLWM IR QUATTRO HD: Gear tray with length 740 mm with integrated LiveLink controller 
and sensor unit, suitable for ceiling heights from 2.5 to 10 m

0.8

7650 +LLWS IR QUATTRO HD 67 971 00 7650 +LLWS IR QUATTRO HD: Gear tray with length 740 mm with integrated LiveLink sensor unit, 
suitable for ceiling heights from 2.5 to 10 m

0.7

7650 +LLWM IS 3360 MX Highbay 68 874 00 7650 +LLWM IS 3360 MX Highbay: Gear tray with length 740 mm with integrated LiveLink controller 
and sensor unit, suitable for ceiling heights from 3 to 14 m

0.8

7650 +LLWS IS 3360 MX Highbay 68 875 00 7650 +LLWS IS 3360 MX Highbay: Gear tray with length 740 mm with integrated LiveLink sensor unit, 
suitable for ceiling heights from 3 to 14 m

0.7

7650 +LLWM IS 345 MX Highbay 68 872 00 7650 +LLWM IS 345 MX Highbay: Gear tray with length 740 mm with integrated LiveLink controller 
and sensor unit, suitable for ceiling heights from 4 to 14 m

0.8

7650 +LLWS IS 345 MX Highbay 68 873 00 7650 +LLWS IS 345 MX Highbay: Gear tray with length 740 mm with integrated LiveLink sensor unit, 
suitable for ceiling heights from 4 to 14 m

0.7

7650 +LLWM IR MICRO:
Gear tray with length 740 mm with integrated 
LiveLink controller and sensor unit for daylight-
dependent control and presence detection.

7650 +LLWM IR QUATTRO HD: 
Gear tray with length 740 mm with integrated 
LiveLink controller and sensor unit for daylight-
dependent control and presence detection.

7650 +LLWM IS 3360 MX Highbay:
Gear tray with length 740 mm with integrated 
LiveLink controller and sensor unit for presence 
detection.

7650 +LLWM IS 345 MX Highbay:
Gear tray with length 740 mm with integrated 
LiveLink controller and sensor unit for presence 
detection.

7650 +LLWS IR MICRO:
Gear tray with length 740 mm with integrated 
LiveLink sensor unit for expanding the range for 
daylight-dependent control and presence detection.

7650 +LLWS IR QUATTRO HD:
Gear tray with length 740 mm with integrated 
LiveLink sensor unit for expanding the range for 
daylight-dependent control and presence detection.

7650 +LLWS IS 3360 MX Highbay:
Gear tray with length 740 mm with integrated 
LiveLink sensor unit for expanding the range for 
presence detection.

7650 +LLWS IS 345 MX Highbay:
Gear tray with length 740 mm with integrated 
LiveLink sensor unit for expanding the range for 
presence detection.

http://trilux.com/TOC/6602000
http://trilux.com/TOC/6797000
http://trilux.com/TOC/6601900
http://trilux.com/TOC/6797100
http://trilux.com/TOC/6887400
http://trilux.com/TOC/6887500
http://trilux.com/TOC/6887200
http://trilux.com/TOC/6887300
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07650 TA···IP54 07650 M-E-R IP54 07650 KD IP54

IP54 transparent cover
Transparent cover for E-Line IP54 LED continuous 
line applications.
For use in combination with suitable LED gear tray 
and 07650··· IP54 universal profile. 1-length version. 
The following standard E-Line LED (7650...) gear 
trays in versions 4000 / 5500 / 6500 / 8000 lm can 
be combined with 07650...IP54 trunking profiles and 
07650 TA... transparent covers in the specific length 
dimensions for IP54 LED continuous line applica-
tions:
7650 (M)-B···, 7650 (M)-TB···, 7650 (M)-MT···,
7650 (M)-T···, 7650 (M)-DA···, 7650 (M)-A···,
7650 (M)-B19···.

Planning information:
the luminaire luminous flux of the E-Line LED··· 
IP54 application consists of 95% of the luminaire 
luminous flux of the corresponding gear tray in the 
IP20 application.

IP54 coupling sealing
Coupling sealing for E-Line LED IP54 continuous 
line applications. Externally visible.

IP54 end caps
End caps for E-Line LED IP54 continuous line ap-
plications. Consists of 2 end caps each with 2 fixing 
screws, 4 nipples and 2 sealings.

Accessories for IP54 trunking
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Transparent cover for IP54 trunking

Reference TOC Description ≈kg

07650 TA/I/35 IP54 67 603 00 Transparent cover, 1-length 0.5
07650 TA/II/35 IP54 67 605 00 Transparent cover, 2-length 1.0
07650 TA/III/35 IP54 67 607 00 Transparent cover, 3-length 1.5

IP54 end caps

Reference TOC Description ≈kg

07650 M-E-R IP54 67 609 00 2 pieces, silver, including sealing 0.2

IP54 coupling sealing

Reference TOC Description ≈kg

07650 KD IP54 67 640 00 1 piece, visible externally 0.1

http://trilux.com/TOC/6760300
http://trilux.com/TOC/6760500
http://trilux.com/TOC/6760700
http://trilux.com/TOC/6760900
http://trilux.com/TOC/6764000
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07650 B··· 07690···E··· 07680 KD IP54

Trunking accessories

Blanking covers for refurbishing old T8 systems

Reference TOC Description ≈kg

White
07650 B/L55 62 215 00 1 piece, length 55 mm 0.1
Silver-grey
07650 M-B/L55 622 16 00 1 piece, length 55 mm 0.1

Blanking covers

Reference TOC Description ≈kg

White
07650 B/35 59 228 00 1 piece, length 1,475 mm 0.3
07650 B/35 PC 59 229 00 1 piece, length 1,475 mm 0.3
Silver-grey
07650 M-B/35 59 232 00 1 piece, length 1,475 mm 0.3
07650 M-B/35 PC 59 233 00 1 piece, length 1,475 mm 0.3
Black
07650 B/35 05 69 593 00 1 piece, length 1,475 mm 0.3

IP20 blanking covers for Flex370

Reference TOC Description ≈kg

White
07650 B/L1110 60 418 00 1 piece, length 1,110 mm 0.2
07650 B/L370 60 416 00 1 piece, length 370 mm 0.1
07650 B/L740 60 417 00 1 piece, length 740 mm 0.1

IP50 blanking covers

Reference TOC Description ≈kg

White
07650 B/35 IP50 63 677 00 1 piece, length 1,475 mm 0.4

IP50 end caps

Reference TOC Description ≈kg

07680 E-R IP50 21 886 00 1 piece, white 0.1

IP50 coupling sealing

Reference TOC Description ≈kg

07680 KD IP50 21 887 00 1 set, internal, not externally visible 0.1

IP20 end caps

Reference TOC Description ≈kg

White
07690 E-R 21 947 00 1 piece, white 0.1
07690 E-R PC 21 948 00 1 piece, white 0.1
Silver-grey
07690 M-E-R 43 742 00 1 piece, silver-grey 0.1
07690 M-E-R PC 43 743 00 1 piece, silver-grey 0.1
Black
07650 B/35 05 69 580 00 1 piece, black 0.1

http://trilux.com/TOC/6221500
http://trilux.com/TOC/6221600
http://trilux.com/TOC/5922800
http://trilux.com/TOC/5922900
http://trilux.com/TOC/5923200
http://trilux.com/TOC/5923300
http://trilux.com/TOC/6959300
http://trilux.com/TOC/6041800
http://trilux.com/TOC/6041600
http://trilux.com/TOC/6041700
http://trilux.com/TOC/6367700
http://trilux.com/TOC/2188600
http://trilux.com/TOC/2188700
http://trilux.com/TOC/2194700
http://trilux.com/TOC/2194800
http://trilux.com/TOC/4374200
http://trilux.com/TOC/4374300
http://trilux.com/TOC/6958000
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Other accessories and fixing components

Reference TOC Description ≈kg

Wire and chain suspensions
A 01 DSX 22 296 00 1 piece, decorative wire suspension, length 1,500 mm 0.3
A 01 SX 22 307 00 1 piece, wire suspension with suspension clamp, length 1,500 mm 0.1
A 01 KX 22 301 00 1 piece, wire suspension, with turnbuckle and suspension clamp, 

E 03 KX
0.3

Wire suspensions
A 01 DSX K 60 558 00 1 piece, decorative wire suspension, galvanised, 1.75 mm, 

length 1,500 mm, with ERS turnbuckle and spring hook. 
Wire length freely adjustable without tools*

0.1

A 01 DSX T 60 560 00 1 piece, decorative wire suspension, consisting of steel wire, 
galvanised, 1.75 mm, length 1,500 mm, with ERS turnbuckle and trapezoid bracket. 
Wire length freely adjustable without tools*

0.1

Pendant suspensions
A 01 PX 29 283 00 1 piece, pendant suspension, white, length 1,500 mm 0.5
A 01 M-PX 45 379 00 1 piece, pendant suspension, silver-grey, length 1,500 mm 0.5
Wire accessories
E 07 23 438 00 1 set (12 pcs.), for wire suspensions with E 06 and E 03 SX 0.1
Suspension clamps
E 03 KX 23 428 00 1 piece, suspension clamp for chain suspensions 0.1
E 03 SKX 61 889 00 1 piece, height-adjustable chain suspension 0.1
E 03 SX 23 432 00 1 piece, suspension clamp for wire suspensions together 

with E 06 and E 07
0.1

Fixing clamps
D 01 X 23 212 00 1 piece, fixing clamp for direct ceiling mounting 0.1
*the suspension clip E 03 KX (TOC 23 428 00) must be ordered separately

IP54 wire suspension

Reference TOC Description ≈kg

A 01 SX VA 68 170 00 1 piece, wire suspension with suspension clamp, length 1,500 mm 0.1
*wire suspension can only be used with the IP54 trunking

http://trilux.com/TOC/2229600
http://trilux.com/TOC/2230700
http://trilux.com/TOC/2230100
http://trilux.com/TOC/6055800
http://trilux.com/TOC/6056000
http://trilux.com/TOC/2928300
http://trilux.com/TOC/4537900
http://trilux.com/TOC/2343800
http://trilux.com/TOC/2342800
http://trilux.com/TOC/6188900
http://trilux.com/TOC/2343200
http://trilux.com/TOC/2321200
http://trilux.com/TOC/6817000
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E 04 E 05 N A 03 D

E 06 E 01 A 03 S

Trunking accessories

Other accessories and fixing components

Reference TOC Description ≈kg

Link chain
E 04 23 434 00 Length 20 m, can be cut to suit on-site 4.5
Steel wire
E 06 23 437 00 20 m long, with instant glue for fixing wire ends 0.3
Turnbuckle
E 05 N 23 436 00 1 piece, with spring hook 0.1
Ceiling mounting plate
E 01 23 420 00 1 piece ceiling mounting plate with spring hook 0.2
Nodes
A 03 D 22 315 00 1 piece, node, white 0.5
Nodes with wire suspension
A 03 S 29 284 00 1 piece, node with wire suspension, white 0.6

http://trilux.com/TOC/2343400
http://trilux.com/TOC/2343700
http://trilux.com/TOC/2343600
http://trilux.com/TOC/2342000
http://trilux.com/TOC/2231500
http://trilux.com/TOC/2928400
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Node adapters

Reference TOC Description ≈kg

07690 KA/7LV 21 951 00 1 piece, node adapter, white, with 7LV 0.7
07690 KA/7LV 2.5 46 672 00 1 piece, node adapter, white, with 7LV, 2.5 mm2 0.8
07690 M-KA/7LV 45 378 00 1 piece, node adapter, silver-grey, with 7LV 0.7
07690 M-KA/7LV 2.5 46 671 00 1 piece, node adapter, silver-grey, with 7LV, 2.5 mm2 0.8

Ceiling rose/supply tubes

Reference TOC Description ≈kg

05900 AN 21 726 00 1 piece, ceiling rose with wire outlet 0.1
05000 ZR 21 525 00 1 piece, supply tube, length 1,000 mm 0.1
05000 ZR/2 m 21 526 00 1 piece, supply tube, length 2,000 mm 0.2

http://trilux.com/TOC/2195100
http://trilux.com/TOC/4667200
http://trilux.com/TOC/4537800
http://trilux.com/TOC/4667100
http://trilux.com/TOC/2172600
http://trilux.com/TOC/2152500
http://trilux.com/TOC/2152600
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07690/·LV/46m 07690/·LV/25m

Trunking accessories

Ribbon cable wiring/single conductor wiring

Reference TOC Description ≈kg

07690/5LV/46 m 21 891 00 Ribbon cable wiring, 5-conductor, for freely definable luminaire spacing 5.0
07690/7LV/46 m 21 895 00 Ribbon cable wiring, 7-conductor, for freely definable luminaire spacing 5.0
07690/5LV/25 m 21 890 00 5 coloured, heat-resistant individual wires, length 25 m 2.5

Through-wiring

Reference TOC Description ≈kg

5LV wiring
07690/5LV-58/46 m 21 894 00 Length 46 m, with connector socket at 1,530 mm distances for 35, 49, 58, 80 W 5.0
07690/5LV-58/46 m 2.5 46 668 00 Length 46 m, with connector socket at 1,530 mm distances for 35, 49, 58, 80 W 5.0
07690/5LV-510/46 m 21 893 00 Length 46 m, with connector socket at 510 mm distances for 35, 49, 58, 80 W 5.5
07690/5LV-510/46 m 2.5 45 661 00 Length 46 m, with connector socket at 510 mm distances for 35, 49, 58, 80 W 6.5
7LV wiring
07690/7LV-58/46 m 21 897 00 Length 46 m, with connector socket at 1,530 mm distances for 35, 49, 58, 80 W 5.2
07690/7LV-58/46 m 2.5 46 669 00 Length 46 m, with connector socket at 1,530 mm distances for 35, 49, 58, 80 W 5.2
07690/7LV-510/46 m 21 896 00 Length 46 m, with connector socket at 510 mm distances for 35, 49, 58, 80 W 5.6
07690/7LV-510/46 m 2.5 30 006 00 Length 46 m, with connector socket at 510 mm distances for 35, 49, 58, 80 W 9.0

http://trilux.com/TOC/2189100
http://trilux.com/TOC/2189500
http://trilux.com/TOC/2189000
http://trilux.com/TOC/2189400
http://trilux.com/TOC/4666800
http://trilux.com/TOC/2189300
http://trilux.com/TOC/4566100
http://trilux.com/TOC/2189700
http://trilux.com/TOC/4666900
http://trilux.com/TOC/2189600
http://trilux.com/TOC/3000600
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Cable restraints

Reference TOC Description ≈kg

07690 LHA 21 952 00 1 piece, outer 0.1
07690 LHI 21 953 00 Set of 10, inner 0.1

Flex cable

Reference TOC Description ≈kg

Flex cable
07650 FLEX ANS-LTG 3POL 69 121 00 1 piece, 3-pole Flex cable for switchable gear trays, for optimum positioning of the gear tray 

in the continuous line
0.1

07650 FLEX ANS-LTG 5POL 69 122 00 1 piece, 5-pole Flex cable for dimmable gear trays, for optimum positioning of the gear tray 
in the continuous line

0.1

* avoid collision points between the plug-in system and e.g. control gear units and other components during lighting design and installation. 
Observe the mounting instructions.

Female connectors

Reference TOC Description ≈kg

07690 SK 21 959 00 1 piece, for ribbon cable wiring 0.1
07690 TO 21 967 00 1 piece, for electrical contact of single wires 0.1

Wiring connectors

Reference TOC Description ≈kg

07690 VV 21 973 00 1 piece, 7-pole plug/socket pair 0.1
07690 VS 68 223 00 1 piece, 7-pole plug for infeed, fixed 0.1

Rapid feed-ins

Reference TOC Description ≈kg

07690 VS 2.5² L100 68 221 00 1 piece, 7-pole plug incl. cable (length 100 mm) for electronic contacting of flexible single 
conductors

0.1

07690/1LV 2.5² L300 68 222 00 1 piece, cable (length 300 mm) incl. plug terminal for central infeed 0.2

07690 VS 2.5² L100 07690/1LV 2.5² L300 07650 Flex cable

http://trilux.com/TOC/2195200
http://trilux.com/TOC/2195300
http://trilux.com/TOC/6912100
http://trilux.com/TOC/6912200
http://trilux.com/TOC/2195900
http://trilux.com/TOC/2196700
http://trilux.com/TOC/2197300
http://trilux.com/TOC/6822300
http://trilux.com/TOC/6822100
http://trilux.com/TOC/6822200
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Luminaire data

Technical information

wide distribution narrow-wide distribution medium narrow distribution narrow distribution

Code B TB MT T
Protection rating IP20 

IP50 (o) possible on request.
IP54 with corresponding 
accessories

IP20 
IP50 (o) possible on request.
IP54 with corresponding 
accessories

IP20 
IP50 (o) possible on request.
IP54 with corresponding 
accessories

IP20 
IP50 (o) possible on request.
IP54 with corresponding 
accessories

Connected load –
105 W (at 13,000 lm)
74 W (at 10,000 lm)
53 W (at 8,000 lm)
41 W (at 6,500 lm)
35 W (at 5,500 lm)
26 W (at 4,000 lm)

158 W (at 20,000 lm)
105 W (at 13,000 lm)
74 W (at 10,000 lm) 
53 W (at 8,000 lm)
41 W (at 6,500 lm)
35 W (at 5,500 lm)
26 W (at 4,000 lm)

158 W (at 20,000 lm)
105 W (at 13,000 lm)
74 W (at 10,000 lm) 
53 W (at 8,000 lm)
41 W (at 6,500 lm)
35 W (at 5,500 lm)
26 W (at 4,000 lm)

158 W (at 20,000 lm)
105 W (at 13,000 lm)
74 W (at 10,000 lm) 
53 W (at 8,000 lm)
41 W (at 6,500 lm)
35 W (at 5,500 lm)
26 W (at 4,000 lm)

Luminous flux  –
13,000 lm
10,000 lm
8,000 lm
6,500 lm
5,500 lm
4,000 lm

20,000 lm
13,000 lm
10,000 lm
8,000 lm
6,500 lm
5,500 lm
4,000 lm

20,000 lm
13,000 lm
10,000 lm
8,000 lm
6,500 lm
5,500 lm
4,000 lm

20,000 lm
13,000 lm
10,000 lm
8,000 lm
6,500 lm
5,500 lm
4,000 lm

Colour rendering/
colour temperature

865 (Ra > 80, 6,500 K)
840 (Ra > 80, 4,000 K)
830 (Ra > 80, 3,000 K)

865 (Ra > 80, 6,500 K)
840 (Ra > 80, 4,000 K)
830 (Ra > 80, 3,000 K)

865 (Ra > 80, 6,500 K)
840 (Ra > 80, 4,000 K)
830 (Ra > 80, 3,000 K)

865 (Ra > 80, 6,500 K)
840 (Ra > 80, 4,000 K)
830 (Ra > 80, 3,000 K)

Control units ET, switchable
ETDD, DALI dimmable

ET, switchable
ETDD, DALI dimmable

ET, switchable
ETDD, DALI dimmable

ET, switchable
ETDD, DALI dimmable

Service life 50,000 h, L85,
tq 35 °C (at 8,000 lm, 
10,000 lm and 
13,000 lm)
50,000 h, L85,
tq 40 °C (at 6,500 lm)
50,000 h, L85,
tq 45 °C (at 5,500 lm)
50,000 h, L85,
tq 50 °C (at 4,000 lm)

50,000 h, L85,
tq 35 °C (at 8,000 lm, 
10,000 lm, 
13,000 lm and 20,000 lm)
50,000 h, L85,
tq 40 °C (at 6,500 lm)
50,000 h, L85,
tq 45 °C (at 5,500 lm)
50,000 h, L85,
tq 50 °C (at 4,000 lm)

50,000 h, L85,
tq 35 °C (at 8,000 lm, 
10,000 lm, 
13,000 lm and 20,000 lm)
50,000 h, L85,
tq 40 °C (at 6,500 lm)
50,000 h, L85,
tq 45 °C (at 5,500 lm)
50,000 h, L85,
tq 50 °C (at 4,000 lm)

50,000 h, L85,
tq 35 °C (at 8,000 lm, 
10,000 lm, 
13,000 lm and 20,000 lm)
50,000 h, L85,
tq 40 °C (at 6,500 lm)
50,000 h, L85,
tq 45 °C (at 5,500 lm)
50,000 h, L85,
tq 50 °C (at 4,000 lm)

Colour White – without M
Silver – M
Black – 05

White – without M
Silver – M
–

White – without M
Silver – M
–

White – without M
Silver – M
–

Certification ENEC, VDE, CE, SKI, HACCP ENEC, VDE, CE, SKI, HACCP ENEC, VDE, CE, SKI, HACCP ENEC, VDE, CE, SKI, HACCP
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double asymmetric asymmetric VDU workstation-
distribution distribution compliant

Code DA A B19
Protection rating IP20 

IP50 (o) possible on request.
IP54 with corresponding accessories

IP20 
IP50 (o) possible on request.
IP54 with corresponding accessories

IP20 
–
IP54 with corresponding accessories

Connected load  –
105 W (at 13,000 lm)
74 W (at 10,000 lm)
53 W (at 8,000 lm)
41 W (at 6,500 lm)
35 W (at 5,500 lm)
26 W (at 4,000 lm)

–
– 
– 
– 
– 
35 W (at 5,500 lm)
26 W (at 4,000 lm)

–
– 
– 
– 
– 
35 W (at 5,000 lm)
26 W (at 3,500 lm)

Luminous flux –
13,000 lm
10,000 lm
8,000 lm
6,500 lm
5,500 lm
4,000 lm

– 
–
–
– 
– 
5,500 lm
4,000 lm

– 
–
–
– 
– 
5,000 lm
3,500 lm

Colour rendering/
colour temperature

865 (Ra > 80, 6,500 K)
840 (Ra > 80, 4,000 K)
830 (Ra > 80, 3,000 K)

865 (Ra > 80, 6,500 K)
840 (Ra > 80, 4,000 K)
830 (Ra > 80, 3,000 K)

– 
840 (Ra > 80, 4,000 K)
830 (Ra > 80, 3,000 K)

Control units ET, switchable
ETDD, DALI dimmable

ET, switchable
ETDD, DALI dimmable

ET, switchable
ETDD, DALI dimmable

Service life 50,000 h, L85,
tq 35 °C (at 8,000 lm, 
10,000 lm and 
13,000 lm)
50,000 h, L85,
tq 40 °C (at 6,500 lm)
50,000 h, L85,
tq 45 °C (at 5,500 lm)
50,000 h, L85,
tq 50 °C (at 4,000 lm)

–

–

50,000 h, L85,
tq 45 °C (at 5,500 lm)
50,000 h, L85,
tq 50 °C (at 4,000 lm)

–

–

50,000 h, L85,
tq 35 °C (at 5,000 lm)
50,000 h, L85,
tq 35 °C (at 3,500 lm)

Colour White – without M
Silver – M
Black – 05

White – without M
Silver – M
Black – 05

White – without M
Silver – M
–

Certification ENEC, VDE, CE, SKI, HACCP ENEC, VDE, CE, SKI, HACCP ENEC, VDE, CE, SKI, HACCP

Mirona Fit Mirona Fit Mirona Fit
wide distribution narrow-wide distribution narrow distribution

Code B TB T
Protection rating IP50 (o) with 

appropriate accessory
IP50 (o) with 
appropriate accessory

IP50 (o) with 
appropriate accessory

Connected load 130 W (at 20,000 lm)
87 W (at 13,000 lm)

130 W (at 20,000 lm)
87 W (at 13,000 lm)

130 W (at 20,000 lm)
87 W (at 13,000 lm)

Luminous flux 20,000 lm
13,000 lm

20,000 lm
13,000 lm

20,000 lm
13,000 lm

Colour rendering/
colour temperature

840 (Ra > 80, 4,000 K) 840 (Ra > 80, 4,000 K) 840 (Ra > 80, 4,000 K)

Control units ET, switchable
ETDD, DALI dimmable

ET, switchable
ETDD, DALI dimmable

ET, switchable
ETDD, DALI dimmable

Service life 50,000 h, L85,
tq 45 °C (at 13,000 lm 
and 20,000 lm)

50,000 h, L85,
tq 45 °C (at 13,000 lm 
and 20,000 lm)

50,000 h, L85,
tq 45 °C (at 13,000 lm 
and 20,000 lm)

Colour White – without M White – without M White – without M
Certification ENEC, VDE, CE, SKI, HACCP ENEC, VDE, CE, SKI, HACCP ENEC, VDE, CE, SKI, HACCP
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E-LINE LED

Luminaire data

Technical information

symmetric narrow wide distribution wide distribution
wide distribution

Code PA-TB PA-2 PA-2 FB
Protection rating Lamp compartment IP50 Lamp compartment IP40 Lamp compartment IP40
Connected load 52 W (at 8,000 lm)

41 W (at 6,500 lm)
35 W (at 5,500 lm)
–

67 W (at 8,000 lm)
55 W (at 6,500 lm)
45 W (at 5,500 lm)
33 W (at 4,000 lm)

77 W (at 8,000 lm)
59 W (at 6,500 lm)
51 W (at 5,500 lm)
37 W (at 4,000 lm)

Luminous flux 8,000 lm
6,500 lm
5,500 lm
–

8,000 lm
6,500 lm
5,500 lm
4,000 lm

8,000 lm
6,500 lm
5,500 lm
4,000 lm

Colour rendering/
colour temperature

865 (Ra > 80, 6,500 K)
840 (Ra > 80, 4,000 K)
–

865 (Ra > 80, 6,500 K)
840 (Ra > 80, 4,000 K)
–

865 (Ra > 80, 6,500 K)
840 (Ra > 80, 4,000 K)
–

Control units –
ETDD, DALI dimmable

–
ETDD, DALI dimmable

–
ETDD, DALI dimmable

Service life 50,000 h, L85,
tq 35 °C (at 8,000 lm)

50,000 h, L85,
tq 40 °C (at 6,500 lm)
50,000 h, L85,
tq 45 °C (at 5,500 lm)
50,000 h, L85

50,000 h, L85,
tq 45 °C (at 8,000 lm)
50,000 h, L85,
tq 35 °C (at 6,500 lm)
50,000 h, L85,
tq 40 °C (at 5,500 lm)
50,000 h, L85,
tq 45 °C (at 4,000 lm)

50,000 h, L85,
tq 45 °C (at 8,000 lm)
50,000 h, L85,
tq 35 °C (at 6,500 lm)
50,000 h, L85,
tq 40 °C (at 5,500 lm)
50,000 h, L85,
tq 45 °C (at 4,000 lm)

Colour white – without M
–

white – without M
–

white – without M
–

Certification ENEC, VDE, CE, SKI ENEC, VDE, CE, SKI ENEC, VDE, CE, SKI
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symmetric wide symmetric wide
distribution distribution

Code OT OTR
Protection rating Lamp compartment IP50 Lamp compartment IP50
Connected load –

–
40 W (at 5,500 lm)
27 W (at 4,000 lm)

–
–
40 W (at 5,500 lm)
27 W (at 4,000 lm)

Luminous flux –
–
5,500 lm
4,000 lm

–
–
5,500 lm
4,000 lm

Colour rendering/
colour temperature

865 (Ra > 80, 6,500 K)
840 (Ra > 80, 4,000 K)
830 (Ra > 80, 3,000 K)

865 (Ra > 80, 6,500 K)
840 (Ra > 80, 4,000 K)
830 (Ra > 80, 3,000 K)

Control units ET, switchable
ETDD, DALI dimmable

ET, switchable
ETDD, DALI dimmable

Service life 50,000 h, L85, tq 35 °C
–

–

–

50,000 h, L85, tq 35 °C
–

–

–

Colour white – without M
silver – M

white – without M
silver – M

Certification ENEC, VDE, CE, SKI, HACCP ENEC, VDE, CE, SKI, HACCP
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Planning example

Maximum number of gear trays per circuit for various automatic circuit-breakers
Cable cross-section Fusing Automatic circuitbreaker Number of gear trays

on one circuit

2.5 mm² 16 A Type B 20 pieces
2.5 mm² 16 A Type C 32 pieces

1.5 mm² 10 A Type B 12 pieces
1.5 mm² 10 A Type C 20 pieces

Continuous line Modules Trunking 07650∙∙∙ Fixing points
length ∙∙∙/II/35-U

∙∙∙/II/35-5 LV
∙∙∙/II/35-7 LV

∙∙∙/III/35-U
∙∙∙/III/35-5 LV
∙∙∙/III/35-7 LV

m Quantity Pieces Pieces Quantity
2.96 2 1 - 2
4.44 3 - 1 3
5.91 4 2 - 3
7.39 5 1 1 4
8.86 6 - 2 5
10.34 7 2 1 5
11.81 8 1 2 6
13.29 9 - 3 6
14.76 10 2 2 7
16.24 11 1 3 8
17.71 12 - 4 8
19.19 13 2 3 9
20.66 14 1 4 9
22.14 15 - 5 10
23.61 16 2 4 11
25.09 17 1 5 11
26.56 18 - 6 12
28.04 19 2 5 12
29,51 20 1 6 13

Technical information





CONTACTS

TRILUX GmbH & Co. KG
Heidestraße · D-59759 Arnsberg
Postfach 19 60 · D-59753 Arnsberg
Tel. +49 29 32.3 01-0
Fax +49 29 32.3 01-3 75
sales@trilux.com · www.trilux.com

TRILUX LIGHTING LIMITED
TRILUX HOUSE, Winsford Way
Boreham Interchange
Chelmsford, Essex
CM2 5PD
Tel. +44 12 45.46 34 63
Fax +44 12 45.46 26 46
sales@trilux.co.uk · www.trilux.co.uk

All technical data including dimensional and weight specifications have been compiled with due care. Errors reserved. Possible colour deviations 
are due to printing processes. We reserve the right to modify in the interest of progress. Luminaires are partly shown with accessories that must be 
ordered separately. Images of installations may show custom manufactured luminaires. This publication was printed on PEFC-certified paper in an 
environmentally friendly way.
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