TIRREILLEX

SIMPLIFY YOUR LIGHT.

SYSTEM

FINEA

NAMING SYSTEM

LIGHT CHANNEL SYSTEM

Line Channel Type of installation Suspensi S type S t Position Optical system Colour L i flux L i flux CRI Light color Switching type Light management Color of Emergency light Electrical feeding
width length length within line of optical  (direct) (indirect) aluminium
system channel
Fn 3 35mm C Recessed none Linear 56 562mm Individual DL Diffuse, 01 white 9 900Im/m 10 1.000 lm/m 8 80 27 27700K DD Dimm- none 01 RAL 9016, EB3 3h emergency none
5 50 mm with trim | 2 2m LR 90°-corner, 63 632mm luminaire lambertian 05 black 10 1,000lm/m 25 2,500lm/m 9 90 30 3,000K able, DAL LWM LIVELINK white battery pack X1 1m lead/plug c/w
7 70 mm cut-out ceilings 3 3m right ways 70 702mm S Startseg- DS5L Black diffusor, 40 4,000K ET ON/OFF Master 03 RAL 9006, UR Switch relais 5pol Wieland-GST-
D Surface mounted 5 5, LL 90°-corner, 77 772 mm ment lambertian 45 4500lm/m 50 5,000lm/m TW Tunable DD2 DD, LWS LIVELINK silver connector (1GST5)
H Suspended, left ways 84 842 mm C Central DHL Drop diffusor, 100 10,000 lm/m 100 10,000 m/m white 2 circuits Sensor only colored X2 1 m lead/plug c/w
direct only S S-corner 91 912 mm segment lambertian RFS Casambi, 05 RAL 9005, 3pol Wieland-GST-
HI Suspended, Z Z-corner 98 982 mm E End PW  Prismatic, wide receiver black connector (16ST3)
direct/indirect U U-corner 105 1.052 segment C1VN ConVision, +sensor N 3P adapter type
W Wall mounted, SOEMM - og Central/ small lens, very RF  Casambi, NORDIC
direct only - 70mm Start narrow beam, 30° receiver only S 3P adaptertype
WI Wall mounted, steps CE Central/  CIN ConVision, STUCCHI
direct/indirect AT 22002 End small lens,
3P Adapter for narrow beam, 60°
3phase track C2N ConVision,

Example configuration: Fn5HI3-280S-C2N5-45/10-930-DD-05EB3

medium lens,
narrow-beam, 60°

RWW Wall washer |
asymmetric
reflector

B Blanc section |
direct/downwards

1P 1P embedded
power tray |
direct/downwards
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