Bescheinigte Leuchtenbaureihen nach DIN 10500: T CFS

Competencefor Sustainabiiity

2315 LED

Amatris G2 C04 mit Zubehor “Amatris C04 AL-PL”
Amatris G2 C07 mit Zubehor “Amatris C07 AL-PL”
Aragon (T5, LED)

Aragon Fit

Araxeon LED

ArimoS IP54

Arimo Fit IP54

C-Line LED (7640 LED)

Centa S LED (748. LED)

Deveo G2 LED

Deveo Fit

Duroxo/ Duroxo G2 LED

E-Line LED 1P20/ IP50 (7650 LED)

E-Line LED IP54 (7650 LED)

7650 Mirona Fit

E-Line NEXT FIX IP20/ IP64 (7651 FI LED)
E-Line NEXT FLEX (7751 FL LED)

Enterio IP54

Fidesca-BS G2 LED

Fidesca G3 LED

Mirona FIT BS LED

Mirona Fit LED (als temperature proof (TP) Variante besonders geeignet fur
Hochtemperaturbereiche von bis zu 70° C)
Nextrema G3 LED

Olexeon LED

Oleveon (T5/ LED)

Oleveon Fit LED

Ondo (speziell fiir die Lebensmittellogistik)
SNS Sonnos IP 54

So-Tube LED

BERICHT2021TRILUXARNSBERG_RW.DOCX AZ: 523252 6/11



